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• 22,000 RPM Free Speed � 1/4" Inlet • 3/8
geared chuck • Rear exhaust • 3-SCFM @
90PSI • Paddle handle • Wrench

PNEUMATIC TOOLS AT A SAVINGS
REAR EXHAUST
AIR GRINDER

RIGHT ANGLE
DIE GRINDER

• 22,000 RPM Free Speed • 1/4"
Collet Chuck • 1/4" NPT air inlet •
For 3/8" ID Hose • 5-SCFM @ 90 PSI
• 6.1/4" length • Weight: 1.1/4 lbs.

PART# 1-829 PRICE
606

• 20,000 RPM Free Speed • Capac-
ity: 1/4" or 6 mm • 1/4" NPT air in-
let • Length: 5.1/2 • Weight: 3/4
lbs • 90 PSI • Air consumption
4-SCFM • Side to center 1.11/32"

PART# 1-829 PRICE
604

PART# 1-829 PRICE
JSM-512E

13.1/2" LONG DIE GRINDER

• 22,000 RPM Free Speed • 1/4" collet size (1/8" collet op-
tional) • 1/4" NPT air inlet • 13.1/2" long • WEIGHT:
2.1/2 lbs. • Air Consumption: 4-SCFM • Rec. Air Pres-
sure: 90 psi • Air Hose Size: 3/8" • 1/4 H.P.

COLLETS
FOR DIE

GRINDERS

SIZE PART#
1-829 PRICE

1/8 1601

1/4 161029.47 37.72

61.75

4.50

4.50

EXTRA LONG GRINDERS

3/8" & 1/2" RATCHET
WRENCHES

DUAL ACTION
ORBITAL SANDER

PART#
1-829 PRICE

501
PART# 1-829 PRICE

507

• Low profile • Offset handle (left
or right) • 12.1/2" length • 5000
RPM Free Speed • “Paddle” switch
• 6 SCFM @ 90 PSI • Wrench in-
cluded • 1/4" air inlet • For 3/8"
ID hose • Net weight: 4.1/2 lbs.

7" ANGLE SANDER

• Reversible • Paddle switch • 150 RPM
Free Speed • 50 lbs torque • 3 SCFM @ 90
PSI • 1/4" NPT air inlet • For 3/8" ID
hose • Net weight: 2.1/2 lbs.

CAPACITY PART# 1-829 PRICE
3/8 102

1/2 103

3/8" & 1/2" IMPACT WRENCHES

SPECS. 1-829-
202

1-829-
204

Bolt Cap. 3/8 1/2

Torque (ft/lb) 100 250

Air cons. CFM 3 4

Length 6 7

Weight 2.1/4 5

PRICE

3/8" & 1/2" REVERSIBLE
DRILLS

SPECS. 1-829-
301

1-829-
303

Chuck Size 3/8 1/2

Speed RPM 1800 800

Spindle Thd. 3/8-24 3/8-24

Air Cons. CFM 5.5 4

Length 6 6.3/4

Weight 2.1/4 4

PRICE

7 PC. AIR HAMMER KIT

• For muffler work • 4
Air Chisels: 1-bushing
splitter, 1 - tapered
punch, 1 - ripping chisel,
1 - welding buster •
4500 blows per min. •
5/8" Stroke • 4-SCFM
@ 90 PSI • 1/4" NPT air inlet • For
3/8" ID hose • Net weight (hammer
only): 2.1/2 lbs.

PART# 1-829 PRICE
999

• Built-in regulator • 10,000 RPM Free
Speed • 3/16" Orbital Stroke • 4-SCFM
@ 90 PSI • Net weight: 4.1/2 lbs.

PART# 1-829 PRICE
701

CUT-OFF TOOL

• External regulator • Clear plastic
shield • Finger guard • 18,000 RPM
Free Speed • 4-SCFM @ 90 PSI • For
3/8" ID Hose • Net weight: 2.1/2
lbs.

FLORIDA PNEUMATIC
AIR RIVETER
MODEL FP-891

27.27 82.00

42.09 85.75
15.82 24.91

29.82

39.25

69.00 53.56

PART# 1-829 PRICE
DAGC 33.14

DIE GRINDER AND BUFFER

MODEL
P/N: 1-NPK-

CAPACITY
(Wheel Size)

MAX. FREE
SPEED

OVERALL
LENGTH
APPROX.

NET WEIGHT
APPROX.

MAX. OUTPUT
APPROX.

AIR INLET
THREAD

HOSE
SIZE

AVERAGE AIR
CONSUMPTION

INCH RPM INCH LB KW PS Rc or NPT INCH FT3/MIN

NHG-65ALW 2x1/2x3/8 18,000 11.21/32 2.4 0.44 0.6 1/4 3/8 19.4

NHG-65LALW 2x1/2x3/8 18,000 19.17/32 3.1 0.44 0.6 1/4 3/8 19.4

MADE IN JAPAN

To Be Used With
2” x 1/2” x 3/8” Wheels

� Non-Governor
� Safety Lever Type
� Without Stone Cover

SPECIFICATIONS Recommended Air Pressure 0.6MPa (6kgf/cm2,85psi)

5PC AIR BLOW GUN SET

•For
feather-edging and
finishing

• Insulated “quiet” mo-

Tool features 2000 lbs of pull. Comes
equipped with three sets of hardened steel
jaws, for 1/8", 5/32", and 3/16" dia. alumi-
num rivets.
• 3.1/2 lb., 11.3/4" long, 1/4" air inlet, 3/8"
ID hose size, 90 PSI rec. air pressure. Avg.
consumption per stroke 1.5 CFM

PART#
1-829 PRICE

FP-891 309.75

AIR BLOW GUN

PART#
1-829 PRICE

124A 2.71

Set Includes:

1-Blow gun with rubber tip
3- Safety extension tubes
1- Male tip

PART#
123- PRICE

600-0170 7.60

1/8" MINI AIR DIE GRINDER - PREMIUM QUALITY
• Pen type is ideal for access to confined

areas
• Operates at 54,000 RPM at 90PSI
• Includes 1/8" collet, wrenches and

quick connect coupler

PART# PRICE
7-600-0088

Free Speed (RPM) 54,000
Collet chuck 1/8"
Length 5.1/4"
Weight 1/4 lbs

AIR METAL SHEET NIBBLER

For Economy Model
See P/N 2-222-222

(Next Page)

• Adjustable die guide
• Cut a tight 1/4" radius with great accuracy.
• Cuts up to 16 gauge mild steel with no burr or

deformed edges
• Stroke: 3500/min
• Air inlet: 1/4" NPT

• Hose Size: 3/8"
• Air consumption: 4 CFM
• Air Pressure 90 PSI

P/N: 7-600-0125

3/8 X 13" BELT SANDER - PREMIUM
QUALITY

• Safety lever
• Silence model
• Swivel connectors

Motor Speed (RPM) 18,000
Hose size (ID) 3/8"
Sound level 83 dBA
Air consumption (CFM) 4
Abrasive belt size 10x330 mm
Weight 2 lbs
Length 13"

P/N: 7-600-031097.02
61.48 129.73
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1/4" Air Die Grinder Kit
• Kit Includes:

Die Grinder, 1/8 & 1/4" collet, 10 pc
Mounting stones

• Variable speed throttle for positive
speed control

• Rear exhaust

Speed (RPM) . . . . . 22,000
Collet chuck . . . 1/4 & 1/8"
Air inlet (NPT) . . . . . 1/4"
Hose size (ID) . . . . . . 3/8"
Air-pressure (PSI) . . . . . 90
Air consumption (CFM) . . 3
Length . . . . . . . . . 6.5/8"

PART#
1-FLO PRICE

FP-3751

PART#
7-600 PRICE

0902

1/4" Mini Air Die Grinder
• Lightweight construction
• Ball bearing construction
• Variable speed throttle

Speed (RPM) . . . . . 22,000
Collet chuck . . . . . . . 1/4"
Length . . . . . . . . . . . 4"

Mini Air Belt Sanders
• Lightweight and highly effi-

cient sanders reduce arm fa-
tigue.

• Swing position grip rotates
360�.

• Muffled rear exhaust directs air
away from work surface 80 to
82 dB.

• Air requirements: 90psi - 3/8"
ID hose

• 1/4" NPT air inlet 16,000 rpm
• Include two belts, hex wrench

and hose nipple.

BELT
SIZE cfm

LENGTH PART#
500- PRICE

Folded Max.
3/8 x 13 6 65 11.42 202-2419

1/2 x 24 6 12.4 16.93 202-2420

3/4 x 20.5 7 9.84 13.58 202-2421

Precision Air Pencil Grinder For 1/8" Shank Tools
• Speed 54,000 RPM
• Air Pressure: 85 PSI
• Diameter: 5/8"
• Hose Length: 5'
• Body Length: 5.1/4"
• Weight: 3/4 lb

PART# PRICE
2-222-222

18 pc Air Tools Service Kit

• KIT INCLUDES
Quick coupler
Female connector
Male connector
Universal adapter
Valve repair tool
Safety nozzle
Air gauge
Blow gun
Large bore

Valve core
Needle chuck
Screwon chuck
Tapered rubber tip
High pressure nozzle
Taper chuck
Chuck adapter
Dual Tire chuck
Power wire brush

• 18 dirrerent versatile accessories made
to improve the efficiency of air tools

PART# PRICE
7-600-0100

Piston Type Air
Blow Guns

1/4" Quick - Coupler Set

LENGTH PART#
7-600 PRICE

4" 0179

13" 0180

PART# PRICE
7-600-0171

Recommendations:

Keep the adequate lubrication to the air line
motor through an inline lubricator (for 1/4":
1-816-40014, for 3/8": 1-816-40038)

Keep the air pressure below 85 lb/in. by us-
ing air regulators (for 1/4": 1-816-88002, for
3/8": 1-816-88003).

QUALITY AIR TOOLS & ACCESSORIES

MADE IN USA

1 YEAR WARRANTY

1/4" Straight-Handle Die Grinder
FP-3751

This straight-handle design is ideal for work in
hard-to-reach spaces. FP-5908 1/4" to 1/8" collet in-
sert reducer available. (PART# 1-FLO-FP-5908)

RPM . . . . . . . 20,000
Collet . . . . . . . . 1/4"
Wt. . . . . . . . 1.1/2 lbs
Length . . . . . . 5.1/2"
Air . . . . 90 PSI, 4 CFM
Inlet . . . . . . . . . 1/4
Hose ID . . . . . . . 3/8

PART#
7-600 PRICE

0901 37.44

Utility Cut-Off Tool
FP-3801A

Heavy-duty shear and grinder in one versa-
tile, lightweight tool. cuts through muffler
clamps and hangers with ease. Slices sheet
metal, radiator hose clamps, rusted bumper
bolts, even 3/4" thick steel rods. Great for
autobody work - grinds burrs and rough
edges fast. Comes with 2 abrasive discs. Re-
placement discs part no. 122060 (set of 6).

PART#
1-FLO PRICE

FP-3801A

RPM . . . . . . . 20,000
Wt. . . . . . . . 1.3/4 lbs
Length. . . . . . . . . 7"
Air . . . . 90 PSI, 4 CFM
Inlet . . . . . . . . . 1/4
Hose ID . . . . . . . 3/8

5" Hi-Speed Sander
FP-2000
Great for use on any surface, this powerful sander has a
four-vane motor with minimal vibration for touch-up,
feather-edging and production
sanding. Features an
impact-resistant nylon
handles and spring-mounted
trigger. Includes 3", 4.1/2"
and 5.1/2" dia. backing discs
for added support and
versatility.

RPM . . . . . . . 20,000
Spindle . . . . 7/16"-20
Wt. . . . . . . 1.3/4 lbs.
Length . . . . . . 7.3/4"
Height . . . . . . . . . 5"
Inlet . . . . . . . . . 1/4"
Hose ID . . . . . . 3/8"
Air . . . . 90 PSI, 4 CFM

PART#
1-FLO PRICE

FP-2000

Hi-Speed Straight-Handle Air Drills
FP-3251 - 1/4"
FP-3501 - 3/8"

PART#
1-FLO PRICE

FP-3251

FP-3501

FP-3050

FP-3025

MADE IN USA
1 YEAR WARRANTY

Hi-Speed Pistol-Grip Air Drills
FP-3025 - 1/4"
FP-3050 - 3/8"
Compact design for work in close quarters, these di-
rect-drive drills can’t be damaged by overloading.
Drill, hone, brush and deburr without electric shock
hazard. Durable, light-weight nylon handle. Available
with 1/4" (FP-3025) or 3/8" (FP-3050) Jacobs® chuck.

STYLE MODEL
NUMBER

FREE
SPEED RPM

SPINDLE
THREAD

WEIGHT LENGTH AIR
INLET

REC. HOSE
SIZE

REC. AIR
PRESSURE

AVG. AIR
CONSUMPTIONLB KG IN CM

PISTOL FP-3025 OR FP-3050 20,000 3/8"-24 1.3/4 .80 5 13 1/4" 3/8" ID 60-90 PSI 4 CFM

STRAIGHT FP-3251 OR FP-3501 20,000 3/8"-24 1.5/8 .74 6.1/2 16.1/2 1/4" 3/8" ID 60-90 PSI 4 CFM

INDUSTRIAL AIR TOOLS

Straight-handle design for those
hard-to-reach areas. Direct-drive can’t be
damaged by overloading. Drill, hone,
brush and deburr without shock hazard.
Available with 1/4" (FP-3251) or 3/8"
(FP-3501) Jacobs® chuck.

28.50

77.08

83.51

97.65

45.88

26.55

12.92

3.52

5.04 4.02

86.65 81.88

81.88

81.88

81.88

81.88
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UT8766 7” Angle Grinder
• 1.7 HP Motor for added stall resistance
• Safety lock-off throttle
• One piece housing reduces maintenance costs
• Heavy duty air cooled spiral gears and double

bearings for added durability
• Ergonomic composite grip for comfort and re-

duced vibration
• Dual exhaust silencing for added noise control
• Left or right hand assist handle positions
Best for: Continuous use heavy duty surface prep-
aration and material removal

UT2710 Mini Die Grinder
• Compact design & light weight reduce opera-

tor fatigue
• Safety lock-off throttle
• Rear exhaust keeps work area clean from cut-

tings
Best for: General light duty intermittent grind-
ing and deburring

UT2720 Die Grinder
• 0.4 HP Motor for extra stall resistance
• Safety lock-off throttle
• Rear exhaust keeps work area clean

from cuttings
Best for: General intermittent grinding
and deburring

UT2720K
Die Grinder
Kit
• 0.4 HP Motor for extra

stall resistance
• Safety lock-off throttle
• Rear exhaust keeps work

area clean from cuttings
• Complete with both 1/4” &

1/8” collets and a set of
five each 1/4” & 1/8”
mounted stones

Best for: General intermittent grinding and
deburring

UT8728 Die Grinder
• 0.9 HP Motor for extra stall resistance
• Safety lock-off throttle
• Rear exhaust keeps work area clean from

cuttings
• Precision engineered for added reliability
• Ergonomic “Softouch” coating offer ulti-

mate comfort and reduced vibration
Best for: Continuous heavy duty grinding

UT2715 Angle Die Grinder
• Spiral gear and full bearing design for

reliability
• Safety lock-off throttle
• Rear exhaust keeps work area clean

from cuttings
Best for: General intermittent grinding in
tight access areas

UT8715-1
• Angle head design for use in tight areas
• Built-in regulator
• 'CG' design has polyurethane housing

cover to reduce vibration
• Rear exhaust keeps work area clean

from cuttings

UT8729-12
Angle Die Grinder

• 0.9 HP Motor for extra stall resistance
• Safety lock-off throttle
• Rear exhaust keeps work area clean from cuttings
• Precision engineered for added reliability
• Ergonomic “Softouch” coating offers ultimate

comfort and reduced vibration
• Spiral machined bevel and pinion gears for smooth

operation and durability.
Best for: Continuous heavy duty grindings & sanding
applications using 2” & 3” sanding discs

UT8729-18 Angle Die Grinder
• 0.9 HP Motor for extra stall resistance
• Safety lock-off throttle
• Rear exhaust keeps work area clean from cut-

tings
• Precision engineered for added reliability
• Ergonomic “Softouch” coating offers ultimate

comfort and reduced vibration
• Spiral machined bevel and pinion gears for

smooth operation and durability
Best for: Continuous heavy duty grinding & sand-
ing applications using 2” & 3” sanding discs

UT8728E
Extended Die Grinder

• 0.9 HP Motor for extra stall resistance
• Safety lock-off throttle
• Rear exhaust keeps work area clean from

cuttings
• Precision engineered for added reliability
• Ergonomic “Softouch” coating offers ulti-

mate comfort and reduced vibration
• Best for: Continuous heavy duty grinding

UT8728S
Steel Housing Die Grinder

• 0.9 HP motor for ultimate stall resistance
• Safety lock-off throttle
• Rear exhaust keeps work area clean from

cuttings
• Steel housing and precision engineered

for added reliability
Best for: Continuous heavy duty grinding in
rugged applications

UT8728SE Extended Steel
Die Grinder

• 0.9 HP Motor for extra stall resistance
• Safety lock-off throttle
• Rear exhaust keeps work area clean from cuttings
• Precision engineered for added reliability
• Ergonomic “Softouch” coating offers ultimate

comfort and reduced vibration
Best for: Continuous heavy duty grinding

UT8710 Die Grinder
• Small diameter for operator comfort
• Rear exhaust
• 25,000 Max free speed rpm
• 1/2 Horsepower

UT300H-60-6
6” Horizontal Grinder

• 3.0 HP Motor for extra stall resistance
• Safety lock-off throttle
• Stainless steel governor for reliability and

maintaining speed under load
• Built-in lubricator increases reliability
• “Technaloy” housing provides ultimate

strength with low weight
Best for: Heavy duty continuous grinding

UT400H-60-6
6” Horizontal Grinder

• 4.0 HP Motor for ultimate stall resistance
• Safety lock-off throttle
• Stainless steel governor for reliability and

maintaining speed under load
• Built-in lubricator increases reliability
• “Technaloy” housing provides ultimate

strength with low weight
Best for: heavy duty continuous grinding

UT2740-1 4” Angle Grinder
• 0.75 HP Motor for good stall resistance
• Safety lock-off throttle
• Governor controlled to maintain speed un-

der load
• Heavy duty spiral gears for reliability
Best for: general intermittent grinding

UT8775 4” Angle Grinder
• 0.9 HP motor for extra stall resistance
• Safety lock-off throttle
• Governor controlled to maintain speed

under load
• Heavy duty spiral gears for reliability
• Ergonomic composite grip for comfort

and reduced vibration
Best for: heavy grinding and MRO applica-
tions

UT8780 4.1/2” Angle Grinder
• 0.9 HP motor for extra stall resistance
• Safety lock-off throttle
• Governor controlled to maintain speed un-

der load
• Heavy duty spiral gears for reliability
• Ergonomic composite grip for comfort and

reduced vibration
Best for: Heavy grinding and MRO applica-
tions

UT8785-5 4.1/2” Angle Grinder
• 1.3 HP motor for added stall resistance
• Safety lock-off throttle
• One piece housing reduces maintenance costs
• Heavy duty air cooled spiral gears and double

bearings for added durability
• Ergonomic composite grip for comfort and re-

duced vibration
• Exhaust silencing for added noise control
• Left or right hand assist handle positions
Best for: Continuous use heavy duty surface
preparation and material removal

UT8766-25 7” Angle Grinder
• 2.5 HP motor for added stall resistance
• Safety lock-off throttle
• One piece housing reduces maintenance

costs
• Heavy duty air cooled spiral gears and dou-

ble bearings for added durability
• Ergonomic composite grip for comfort and

reduced vibration
• Dual exhaust silencing for added noise con-

trol
• Left or right hand assist handle positions
Best for: Continuous use extra heavy duty sur-
face preparation and material removal

BY FLORIDA PNEUMATIC - AIR TOOLS

1-FLO-UT-2710 1-FLO-UT-2720 1-FLO-UT-2720K 1-FLO-UT-8728

1-FLO-UT-2715 1-FLO-UT-8715-1 1-FLO-UT8729-12 1-FLO-UT8729-18

1-FLO-UT-8728E 1-FLO-UT-8728S 1-FLO-UT-8728SE 1-FLO-UT-8710-1

1-FLO-UT-87751-FLO-UT-2740-11-FLO-UT400H6061-FLO-UT300H606

1-FLO-UT-8780 1-FLO-UT-8785-5 1-FLO-UT-8766 1-FLO-UT8766-25

56.70 66.15 82.22 170.10

76.55 133.88 274.11 274.11

330.75 168.68 248.06 91.35

874.08 926.10 154.04 147.58

147.58 472.50 661.50 778.50

1 YEAR
WARRANTY

- 1418 -

www.basstool.com/pdf/catalog/catindex.pdf
www.basstool.com/quick_index.html
http://bass.sitepipe.com/sp_search_open.asp


Bass Tool & Supply, Inc.
www.basstool.com

Houston
(713) 682-1889

FAX
(713) 681-4931

Toll Free
800-442-0042

UT-8703
Swivel Action

3/4" x 20.1/2"
Belt Sander

Specifications:
16,000 RPM free speed, 3/4" x 20.1/2"
belt size. Belt speed is 1100m, 44"mn.
Weighs 3 lbs., 18.1/2" length x 3" width,
1/4" NPT air inlet. 18.4 cu ft. air con-
sumption. Noise level 80 DB.

UT-8702
Swivel Action

3/8" x 13" Belt Sander
Specifications:
16,000 RPM free speed. 3/8" x 13"
belt size, belt speed is 1100m, 44"mn.

PART# 1-FLO PRICE
UT-8703

PART# 1-FLO PRICE
UT-8702

Weighs 1.2/3 lbs. 11" length x 3" width. 1/4" NPT air
inlet. 14 cu ft. air consumption, noise level 85 DB.

299.25 204.90

UT-8862 Hand Air File
Reciprocating air file makes filing in confined spaces
easy. Includes flat, round, triangular and bastard
files. 1/4" stroke length makes quick work of metal
removal.
Specifications:
Weighs 2.1/4 lbs., 7" in length. 1/4" air inlet. 3/8" ID
hose size. 60 PSI recommended air pressure. 4 CFM
average air consumption.

PART# 1-FLO PRICE
UT-8862 104.07

BY FLORIDA PNEUMATIC - AIR TOOLS One Year Warranty

UT300V-60-7
7” Vertical
Grinder
• 3.0 HP Motor for

extra stall resistance
• Safety lock-off

throttle
• Stainless steel governor

for reliability and maintaining speed
under load

• “Technaloy” housing provides ulti-
mate strength with low weight

• Built-in lubricator increases reliability

Best for: Extra heavy duty continuous
material removal and grinding

MADE IN USA

UT300V-60-9
9” Vertical
Grinder
• 3.0 HP Motor for

extra stall resistance
• Safety lock-off

throttle
• Stainless steel governor

for reliability and maintaining speed
under load

• “Technaloy” housing provides ulti-
mate strength with low weight

• Built-in lubricator increases reliability

Best for: Extra heavy duty continuous
material removal and grinding

MADE IN USA

UT400-60-7
7” Vertical
Grinder
• 4.0 HP Motor for

ultimate stall
resistance

• Safety lock-off throttle
• Stainless steel governor for reliability

& maintaining speed under load
• “Technaloy” housing provides ulti-

mate strength with low weight
• Built-in lubricator increases reliability

Best for: Extra heavy duty continuous
material removal and grinding

UT400V-60-9
9” Vertical
Grinder
• 4.0 HP motor for

ultimate stall
resistance

• Safety lock-off
throttle

• Stainless steel governor for reliability
& maintaining speed under load

• “Technaloy” housing provides ulti-
mate strength with low weight

• Built-in lubricator increases reliability

Best for: Extra heavy duty continuous
material removal and grinding

UT8767
7” Vertical
Grinder
• 2.0 HP motor

prevents stall
under load

• Safety lock-off
throttle

• Governor controlled to maintain
speed for optimum material removal

• Double bearing spindle design for du-
rability

• Built-in exhaust silencer system

Best for: Continuous heavy duty grind-
ing

UT8769
9” Vertical
Grinder
• 2.0 HP motor

prevents stall
under load

• Safety lock-off
throttle

• Governor controlled to maintain
speed for optimum material removal

• Double bearing spindle design for du-
rability

• Built-in exhaust silencer system

Best for: Continuous heavy duty grind-
ing

UT2780-1
Dual Action
Sander
• 0.5 HP motor for

heavier material
removal

• Built-in regulator for positive control
• Ball bearing construction for durabil-

ity

Best for: General sanding and pre paint
preparation

UT8798-5 or -6
5” or 6”
Random Orbit
Finishing Sander
• 12000 rpm with 3/16” orbit
• Built-in regulator for control
• Contoured comfort grip and compos-

ite housing
• Weighs only 1.7 lbs
• Swivel exhaust hose connector for

central vacuum system
• High energy 5 blade motor
• Low profile 3.1/2”
• Double sealed bearings

UT2000 1/4” Ratchet Wrench
• Specifications: 150 rpm, 18 ft/lbs max torque,

7.1/2” length, 1.1/4 lbs.
• Unique 1/4” drive for use on small fasteners
• Steel ratchet housing for long life
• Triple idler gear design for smooth operation

Heavy Duty Air Hose
• Braided rubber air hose rated to 300

PSIG max pressure
• Brass fittings
• Oil and abrasion resistant
• Service temperatures -60° F to 150° F

Hose Reel Model 6800
• High impact PP material
• 3/8” x 50’ PVC hose
• 300 PSIG max pressure
• Automatic, ratchet or free running
• Steel mounting bracket
• Best for work bench application

UT-8945C
1" Impact Wrench

Specifications:
1" Square drive, 5,800 RPM, Max
torque = 1550 ft lbs, 90 PSI air pressure,
1/2" air inlet, hammer mechanism,
roller cam clutch w/built-in regulator.

PART# 1-FLO PRICE
UT-8945C

Hose Reel Models 6801 6802
• Heavy duty reinforced steel construction
• Reel supported on both sides by pedestals

and arm guides
• For non-snag roller hose guides reduce

hose wear
• Spring retractable design allows

automatic rewind of hose
• Spring protector prevents hose

damage and stretching
• Reinforced steel mounting plate for

floor, wall or overhead mounting
• Model 6801 has 3/8”x 50’ rubber air hose rated to 300

PSIG max with brass ma
• le 1/4” NPT fitting
• Model 6802 has 1/2”x 50’ rubber air hose rated at 300

PSIG max with brass male 1/2” NPT fitting

PART#
1-FLO- DESCRIPTION PRICE

6700 3/8" X 25' AIR HOSE

6701 3/8" X 50' AIR HOSE

6702 3/8" X 100' AIR HOSE

6710 1/2" X 25' AIR HOSE

6711 1/2" X 50' AIR HOSE

6712 1/2" X 100' AIR HOSE

PART# 1-FLO PRICE
UT300V607

PART# 1-FLO PRICE
UT300V609

PART# 1-FLO PRICE
UT400V607

PART# 1-FLO PRICE
UT400V609

PART# 1-FLO PRICE
UT-8767

PART# 1-FLO PRICE
UT-8769

PART# 1-FLO PRICE
UT-2780-1

PART# 1-FLO PRICE
UT-8798-5

UT-8798-6

PART# 1-FLO PRICE
UT-2000

PART# 1-FLO DESCRIPTION PRICE
6801 3/8" X 50' RETRACTABLE HOSE REEL

6802 1/2" X 50' RETRACTABLE HOSE REEL

751.28 751.28 817.43 817.43

552.15 552.15 61.43
148.84

148.84

56.70

959.88

18.90

35.10

66.15

36.45

66.15

128.25

80.73
PART# 1-FLO DESCRIPTION PRICE

6800 3/8" X 50' RETRACTABLE HOSE REEL

124.20

172.50

AIR HOSES & AIR HOSE REELS
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QUALITY PNEUMATIC TOOLS

MODEL
PART#
1-EAG

DESCRIPTION H.P. SPINDLE
SIZE

COLLET
WHEEL

CAPACITY

WEIGHT
LBS. LENGTH FREE

RPM

AIR
INLET
NPT

PRICE

3000 3/8" Cap. Drill —- 3/8-24 1/4 2.1/4 9 2,400 1/4
5000 1/8" Pencil Grinder .10 —- 1/8 .6 5.1/8 54,000 1/4
5002 1/4" Die Grinder 1/3 —- 1/4, 1/8 1.1/4 6.5/8 25,000 1/4

5003B 1/4" 90° Die Grinder 1/3 —- 1/4, 1/8 1 6.1/4 20,000 1/4
5006 4" Angle Grinder 1/2 3/8-24 4" dia. 4.2 9.1/2 11,000 1/4
5007 5" Angle Grinder 1/2 3/8-24, 5/8-11 5" dia. 4.3 9.1/2 11,000 1/4
5008 7" Angle Grinder 3/4 5/8-11 7" dia. 7.9 13.1/2 7,000 3/8
5011 1/4" Long Die Grinder 1/3 —- 1/4 2.02 13 25,000 1/4
5025 H.D. Horizontal Grinder .6 3/8-24 2.1/2" dia. 3.08 10.3/4 14,600 1/4
5030 H.D. Horizontal Grinder 1.4 5/8-11 5" dia. 6.16 17.11/64 7,200 3/8
6012 7" Angle Sander —- 5/8-11 7 5.3 16 4,500 1/4

6014A 3/8" x 13" Belt Sander —- —- —- 1.7 10.7/16 16,000 1/4
6015A 1/2" x 24" Belt Sander —- —- —- 1.7 24.1/2 16,000 1/4
6016A 3/4" x 20.1/2" Belt Sander —- —- —- 3.1 18.1/2 16,000 1/4

TOOL-SWIVEL
PART#
1-EAG INLET

7021 1/4 NPT

7041 3/8 NPT

7051 1/2 NPT

• Rotates 360°

• Reach Confined areas.

5000 5002

5006/5007/ 5008

3000

6012

5003B

5011

6014A
6015A
6016A

5025/5030

66.50
190.00
22.16
45.13

139.34
138.54
341.21
426.36
452.07
772.46
163.09
192.38
248.59
305.59

PNEUMATIC TOOLS
NEEDLE SCALER
MODEL JC-16

Specifications:
• Overall length: 11.3/8"
• Weight: 3.1 lbs
• Needle stroke: 5/8"
• Piston diameter: 5/8"
• Hose size: 3/8"
• Air consumption: 3.5 CFM
• Blows per

min:
4.000
B/min.

PART# 1-NIT PRICE
JC-16 292.50

AIR CHIPPER
PNEUMATIC
CHIPPING HAMMER

MODEL CH-24
Specifications:
• Blows per min.: 4,000 B/min.
• Air pressure: 85 psi
• Air consumption: 7.1 CFM
• Weight 3.75 lbs
• Overall length: 7.1/4"

PART# 1-NIT PRICE
CH-24 238.50

SUPER SAW
Specifications
• Air pressure: 85 psi
• Air consumption: 8.8 CFM
• Stroke: 7,000 c./min.
• Length of stroke: 3/8"
• Length: 8.1/2"
• Weight: 1.45 lbs

Applications:

� To cut the body plate of automotive
vehicles or shaped steel (double
steel plate.)

� Cuts with small radii.

� To cut fiber plates.

� To cut fiber-reinforced plastic
plates.

� Straight and curved cuts at con-
fined spaces.

� To cut mild steel plates, aluminum,
plastics and other materials.

PNEUMATIC
HACKSAW

PART# 1-NIT PRICE
SSW-26A 310.50

ELECTRIC
MODEL MB-03A
Specifications:
• Rated voltage: AC110 V 50/60 Hz
• Rated current: 2A/4.5A
• Rated input: 430 W
• Chamfering capacity: 0-1/9" C
• Chamfer angle: 45°
• Chamfering radius capacity:

2R (1/16") 3R (1/8")
• Rated revolution: 7,100 rpm
• Overall length: 12.7/16"
• Weight: 5.5 lbs
• Cabtyre cord: 8.2 ft.

MINI BEVELER AVAILABLE IN ELECTRIC OR AIR OPERATED

Applications:
Chamfering for:
• Molds
• Machines
• Steel plates

PNEUMATIC
MODEL AMB03-07
Beveling Capability

Mild Steel .275"
Stainless .118"

Beveling Angle
15°-45°

Weight 6.4 lbs
Air Pressure 85 PSI
Free RPM 13,000

ITEM PART#
1-NIT PRICE

PNEUMATIC AMB03-07

ELECTRIC MB-03A
828.00

603.00
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Adjustable speed to 5,800 surface feet per minute.
Superior belt tracking permits use of 1/8”, 1/4” or
1/2” wide x 24” abrasive belts with optional con-
tact arms. Over 30 interchangeable contact arms
available.
Specifications: Min. work area: 3/8” dia.
Weighs 3 lbs., 15” in length, 1/4” air inlet, 3/8”
hose size, 90 PSI air pressure, 31 SCFM air con-
sumption.

.3hp, Straight-Line, Rear Exhaust, Gearless model
with 1/4” collet. New muffler design reduces noise
level. 25,000 RPM.
Specifications:
Weighs .8 lbs., 5.1/8” in length, 1/4” air inlet, 1/4”
hose size, 90 PSI air pressure, 22 SCFM air consump-
tion.

PART #: 1-DYN- PRICE
52201

.3hp, 7°, Rear Exhaust, Gearless model with 1/4”
collet. New muffler design reduces noise level.
25,000 RPM.
Specifications:
Weighs 1.25 lbs., 8.1/2” in length, 1/4” air inlet,
1/4” hose size, 90 PSI air pressure, 19 SCFM air con-
sumption.

PART #: 1-DYN- PRICE
52205

Dynafile

“The Original”

The Best Tracking Abrasive Belt Tool in the
World!
• World-famous Dynafile® replaces tedious hand

filing and sanding. Grind, deburr, blend, polish,
finish and more!

• Grind from contact wheel or platen pad. Finish
and polish using slack of belt.

• For use on metal, plastic, fiberglass, composites,
rubber, glass and stone.

• Motor easily adjusts to the most comfortable
throttle lever position.

• Superior belt tracking permits use of 1/8”, 1/4”,
or 1/2” wide x 24” long abrasive belts.

• Work in areas as small as 3/8” diameter.
• Lightweight composite belt guard allows quick

and easy belt change!
• Hard and soft platen pads mount onto contact

arms for heavy grinding or contour polishing

Dynafile II

18” Long Belt Models

Model 40320
• Includes 11206 Contact Arm (see next page), for

3/4” wide x 18” long belts.

Model 40335
• Designed exclusively for use with non-woven ny-

lon belts. Excellent for setting grain lines, achieving
consistent satin finishes on metals, removing oxide
and weld discoloration.

• 40375 Rubber Drive Wheel minimizes non-woven
nylon belt slippage. Straight belt path extends abra-
sive life.

• Includes 11203 Contact Arm for 1/2” wide x 18”
long (see next page) medium non-woven nylon belt
(90292).

Model 40381 Slow Speed
• 1,500 SFPM. Slow speed ensures longer belt life

when working on titanium and other exotic materi-
als.

• Includes 11206 Contact Arm (see next page), for
3/4” wide x 18” long belts.

20.1/2” Long Belt Model

Model 40326
• Includes 11287 Contact Arm (see next page) for

5/8” or 3/4” wide abrasive belts. (11287 is only arm
that accepts 20.1/2” long belts.)

All models: Air inlet thread: 1/4” NPT, Hose I.D. size:
3/8”, Air pressure: 90 PSIG

Specifications (for all models except 40381):

Max SFPM=4,550, Weighs 2.5 lbs., 14.1/4” in length,
28 SCFM air consumption, Motor H.P.=.5, Motor
RPM= 20,000

Specifications for model 40381:

Max SFPM= 1,500, Weighs 2.8 lbs., 15.5” in length, 24
SFCM Air Consumption, Motor H.P.= .4, Motor
RPM= 5,000

AIR TOOLS

Dynafile® II easily converts to a
Die Grinder with optional 50010
Collet (1/4”) or 50015 Collet
(6mm). To convert to a Drill, order
53032 Chuck (1/4”).

Dynafile II Versatility Kit

40321 Versatility Kit
• Includes 40320 Dynafile® II with 11206 Contact

Arm, plus additional 11203 and 11204 Contact
Arms (see next page). Also includes eight popu-
lar abrasive belts, three platen pads, and 50010
Collet (1/4”) for Die Grinder use, along with
95262 and 95281 Wrenches. All items contained
in a durable carrying case.

PART #: 1-DYN- PRICE
40321

Model 52201
Die Grinder

Model 52205
Die Grinder

Dynaswivel® Air Line Connectors

• The Dynaswivel® is a “universal-joint” that connects
portable air tools to an air line.

• It improves tool maneuverability, minimizes operator
fatigue and extends hose life.

• Patented; works great on air tools or paint guns.

Double Pivot
• Swivels 360° at two pivot points

allowing the air hose to drop
directly to the floor while
providing superb tool handling.

Double Pivot, Flow Control
• Swivels 360° at two pivot

points allowing the air hose
to drop directly to the floor
while providing superb tool
handling.

• Finger-tip air-flow control
dial.

TECH
TIP

Model 15003
Mini-Dynafile II

Converts to die grinder with threaded collet insert.
Adjustable speed to 4,890 surface feet per minute.
Interchangeable contact arms for 1/8”, 1/4” and
1/2” wide x 12” long belts are optional.
Specifications:
Weights 1.8 lbs., 11.3/4” in length, 1/4” air inlet,
3/8” hose size, 90 PSI air pressure, 20 SCFM air con-
sumption.

PART #: 1-DYN- PRICE
15003

#15026 CONTACT ARM INCLUDED
FOR 1/2” X 12” BELTS

Includes model 14000 Dynafile , five contact arms
and abrasives in carrying case.
Specifications:
Contact arms included 11213, 11216, 11218, 11219
and 11231. (See following Page)

PART #: 1-DYN- PRICE
14010

Dynafile Versatility Kit

PART#
1-DYN

CONTACT
ARM

BELT
SIZE PRICE

14000 11218 1/2" X 24"

THREAD
SIZE

FLOW
CONTROL

AIR FLOW
RANGE SCFM

PART#
1-DYN PRICE

1/4" NPT NO up to 33 94300

1/4" NPT YES up to 46 94407

THREAD SIZE FLOW
CONTROL

AIR FLOW
RANGE SCFM

PART#
1-DYN PRICE

1/8" Male x 25
1/4" NPT Female

NO. up to 25 95852

1/4" NPT NO up to 25 95460

1/4" NPT YES up to 25 95734

3/8" NPT NO 26-45 95461

1/2" NPT NO 46-65 95462

3/4" NPT NO above 65 95690

Non-Marring Composite Construction

Aluminum and Stainless Steel Construction

IMPORTANT: 150 PSIG (10.3 Bar) maximum on all models

MODEL
PART#
1-DYN-

ABRASIVE BELT
SIZE

MAX
SFPM

CONTACT
ARM PRICE

40320 1/4-3/4 W X 18 L 4550 11206

40326 1/4-3/4 W X 20.1/2 L 4550 11287

40335 1/4-3/4 W X 18 L 4550 11203

40381 1/4-3/4 W X 18 L 1500 11206

486.40

609.90

467.40

476.90

496.85

476.90

614.65

580.45

314.45

383.80

14.75

20.00

20.95

20.75

28.75

38.25

51.50

84.25
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Dynafile� Contact Arms

PART #: 1-DYN- COMMENTS BELT SIZE (WxL) CONTACT WHEEL ASSEMBLY
(includes bearing and shaft)

PLATEN PAD
(see below)

11213 * 45 PSIG maximum 1/2" x 24" 11068

5/16"dia x 3/8"wide, steel

11027

1/2" wide* see 11239 for heavy duty version

11216 * Enter 5/16" x 3/4" openings 1/4" x 24" 11074

5/8"dia x 1/8"wide, rubber

11032

1/4" wide

11218 * Standard arm on Model 14000 1/2" x 24" 11078

5/8"dia x 3/8"wide, rubber

11025

1/2" wide* See 11228 for heavy-duty version

11219 * No platen due to offset design 1/4" or 1/2" x 24" 11080

1"dia x 3/8"wide, radiused rubber

None

* Ideal for slack polishing; also grinding
radiuses

11231 * See 11243 for heavy-duty version 1/2" x 24" 11084

3/4"dia x 1/2"wide, rubber

11135

1/2" wide

11228 * Heavy-duty steel 1/2" x 24" 11078

5/8"dia x 3/8"wide, rubber

11025

1/2" wide* Optional 11028 Steel Platen available
for grinding

11239 * 45 PSIG maximum 1/2" x 24" 11068

5/16"dia x 3/8"wide, steel

11027

1/2" wide* Heavy-duty steel

* Grind in narrow areas

11240 & 11244 11240: * 9" workable reach 1/2" x 34" 11078

5/8"dia x 3/8"wide, rubber

11025

1/2" wide11244: * 14" workable reach 1/2" x 44"

11241 & 11245 11241: * 9" workable reach 1/4" x 3/4" 11074

5/8"dia x 1/8"wide, rubber

11032

1/4" wide11245: 14" workable reach 1/4" x 44"

Dynafile® II Contact Arms
11203 Order 11312 for heavy-duty version * Standard on models 40335 and 40590 1/2" x 18" 11078

5/8"dia x 3/8"wide, rubber

11025

1/2" wide* Grind over contact wheel or platen

11204 * Unique offset design 1/8", 1/4" or 1/2" x 18" 11080

1"dia x 3/8"wide, radiused rubber

None

* Strap polishing is easy with this arm

11206 Order 11326 for heavy-duty version * Standard on models 40320 and 40330 5/8" or 3/4" x 18" 11282

3/4"dia x 5/8"wide, rubber

11109

3/4" wide

11287 * standard on model 40326 5/8" or 3/4" x 20.1/2" 11282

3/4"dia x 5/8"wide, rubber

11109

3/4" wide* Grind on wheel or platen

* 5.1/4" reach

11329 * Extra length arm 1/2" x 44" 11078

5/8"dia x 3/8"wide, rubber

11025

1/2" wide* 17" workable reach

NOTE: More options available, please call for a full line Dynabrade catalog.
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Rotary Vane Air Motor Models 25,000 RPM

SPECIFICATIONS
Motor HP .4

Motor RPM 5,000-25,000

Exhaust Rear

Max Air Flow CFM/SCFM 1/20

Air Pressure 90 PSIG

Hose ID 1/4"

Weight 1.1 lbs

Length 5.66"

Diameter 1 1/2"

MODEL DESCRIPTION P/N 1-DYN-
52861 Die Grinder W/ 1/8" Collet 52861

52863 Die Grinder W/ 1/4" Collet 52863

• An ideal tool for use in casting houses, effective on cast
parts of aluminum, bronze and brass. Quickly and effi-
ciently removes gates and parting lines in cast parts.

• High-efficiency rotary vane-style air motor.
• Adjustable tool speed from 5,000 RPM to 25,000 RPM.
• Operate tool and adjust speed by simply rotating rear

black cover.
• Tactile grip on shaft end allows fingertip control, and

alerts operator to rotating collet area.
• Changing of attachment is achieved with easy,

two-wrench maneuver.
• Unique housing shape allows tool to be held as a tradi-

tional Die Grinder.

DYNABRADE AIR-POWERED PENCIL GRINDERS
Precision Deburring and Finishing on a Variety of Surfaces

52898 Thread Guard (P/N: 1-DYN-52898)
Optional Thread Guard allows easy access to collet cap. With
Thread Guard in place, larger diameter accessories may be run by
tool. (All accessories must have maximum operating speed of
25,000 RPM).

Turbine-Driven Air Motor Models
• High-efficency air motor has no wearable gears, vanes or blades. Oil-free operation mini-

mizes maintenance time and repair costs.
• Air motor is controlled with patented governor, providing constant tool speed under

load.
• Quality high-speed bearings are included.
• Housing has "non-slip" rubber grip for additional control.
• Tactile cues on shaft end alert operator to rotating collet area.
• Changing of attachment is achieved with easy, one-wrench maneuver.
• Includes high-quality flexible air hose.

Model 51756
Extension Model
provides additional
reach.

35,000 RPM
with RED Tool Cap

Model 51706
1/8" Collet

Model 51756
1/8" Collet, Extension Model

Model 51708
3/32" Collet

Model 51730
Ceramic Bearings
provide better perfor-
mance and durability
with regard to high
shaft speeds, dirt, ex-
treme temperature
and corrosion.

50,000 RPM
with GOLD Tool Cap

Model 51703
1/8" Collet

Model 51730
1/8" Collet, Ceramic Bearings

Model 51753
1/8" Collet, Extension Model

Model 51705
3/32" Collet

SPECIFICATIONS
Exhaust Rear

Air Inlet 1/4" NPT

Air Pressure 90 PSIG

Hose ID 1/4"

Diameter 1.1/2"

NOTE: Models that accept
Metric Collets are available,
Please inquire.

PART#
1-DYN

MODEL
COLLET RPM CFM/

SCFM
WEIGHT

LBS LENGTH

51706 1/8
35,000 1/8 0.8

5 1/4
51756 1/8 6
51708 3/32 5 1/4
51703 1/8

50,000 1/8 0.8

5 1/4
51753 1/8 6

51730 (*) 1/8 5 1/4
51705 3/32 5 1/4

PART#
1-DYN

MODEL
COLLET RPM CFM/

SCFM
WEIGHT

LBS LENGTH

51700 1/8

60,000 1/8

0.8 5 1/4
51750 1/8 0.8 6

51731 (*) 1/8 0.8 5 1/4
51740 1/8 0.5 7 3/16
51702 3/32 0.8 5 1/4
51810 1/8

100,000 1/6 0.84
5 5/16

51812 3/32 5 5/16
51811 1/16 5 5/16(*) Ceramic Bearing

Model 51740

Mount Stem for us on
robotic arms and
other fixed mount
applications.

60,000 RPM
with Teal Tool Cap

Model 51700
1/8" Collet

Model 51731
1/8" Collet, Ceramic Bearings

Model 51740
1/8" Collet, Mount Stem

Model 51750
1/8" Collet, Extension Model

Model 51702
3/32" Collet

100,000 RPM
with SILVER Tool Cap

Model 51810
1/8" collet

Model 51812
3/32" Collet

Model 51811
1/16" Collet

Model 51810

Speed of 100,000 RPM offers en-
hanced cut rate, ideal for use on
titanium and other metals. Also
excellent on alloys, graphite,
wood, glass and resin with high
glass content.

Collets

25,000 RPM Models

COLLET INSERT PART# 1-DYN
1/8" 01495

3 mm * 01496

1/4" 01485

6 mm * 01497

COLLET INSERT PART# 1-DYN
1/16" 51780

3/32" 51674

1/8" 51659

3 mm * 51673

* Models that accept
Metric Collets are
available, Please in-
quire.

Turbine-Driven Models

52861
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MYTON ANGLE SANDER

PNEUMATIC

High Speed
2" Sander
Model
MAS-20
Applications: Sand
and finish steel,
die molds,
aluminum;
polish welds

COMPACT AND LIGHTWEIGHT
TO LET YOU DO MORE FASTER.

A revolutionary small and lightweight belt sander with high-performance pneu-
matic motor for scores of sanding jobs. BELTON is ideal for all materials and elimi-
nates filing. For optimum performance, it goes deep into hard-to-get-at places in
corners, on spherical surfaces and round surfaces.

BELTON
PNEUMATIC BELT SANDER

FREE ANGLE SELECTION

Belton’s grip can be freely set to match working conditions and the shape of the
work by screw adjustment only.

ALL-AROUND VERSATILITY

Belton is ideal for sanding spot welded points, deburring and chamfering of
casted products, finish-sanding of metal, plastic and die cast products and
parts, chamfering of pressed steel sheets and removal of flaws.

ABRASIVE BELTS
For Belt Sanders

AL. OXIDE

ORDERING EXAMPLE: 1-NIT-B-10A-080

SUPER HAND MODEL SH-100A
PORTABLE PRECISION FINISHING FILE

Weights just 2.4 lbs, but files, grinds, descales, and chamfers
metal, glass, wood, etc. with astonishing speed and efficiency.
Double-piston motor moves easily interchangeable tool points
through four thousand 5-mm strokes a minute. Without noise or
vibration. Works inside crevices, hoses, and curves other files
can’t touch. air consumption 6 CFM.

• Length: 6.7/8"

• Max. dia. of tool points: 1/4"

Specifications:
• Free Speed: 20,000 rpm
• Air consumption (no load): 14.1 CFM
• Air Pressure: 85 psi
• Abrasive disc dia: 2", 1.1/2", 1"
• Hose Diameter: 3/8"
• Weight: 1.1 lbs
• Noise level: 79 dB (A)
• Overall length: 5"

OPTIONAL ACCESSORIES
Flat Bastard File SF-13
Rat Tail File SF-10
Triangular Taper File SF-11
Half Round File

(Rat Tail/Double Cut) SF-12
Diamond Tip, Round SDF-10
Diamond Tip, Triangular SDF-11
Diamond Tip, Half Round SDF-12
Standing Pad Ass’y.

SIZE

GRIT PART#
1-NIT 1/4 X 13 3/8 X 13 3/4 X

20.7/16
1.3/16 X
21.1/4

40 040 —-

60 060

80 080

120 120

180 180

240 240

320 320 —-

AIR SONIC

Wonder works on all metals, wood, and plastics, even ex-
tremely hard and exotic materials. And now that effi-
ciency is upgraded with the addition of an air silencer
and new rear exhaust system for grinding dust - it’s all
the more the perfect tool for toolrooms and model shops.
The super-efficiency of the silencer makes it possible for
all craftsmen to work longer with less irritation due to
noise. For precision grinding, deburring machines parts,
grinding small castings, removing welding slags, shap-
ing and finishing wood, glass, and plastics - This is the
compact, easy handling air tool for all tasks.

MODEL L-25B
Specifications:
• Free Speed: 20,000 rpm
• Air Pressure: 85 psi
• Hose size: 1/4"
• Weight (without hose: 1.2 lbs
• Size of collet chuck: 1/4"
• Size of collet sleeve: 1/8", 3/16"
• Noise level: 76 dB (A)

MODEL L-35C
Specifications:
• Free Speed: 35,000 rpm
• Air Pressure: 85 psi
• Hose Size: 1/4"
• Weight (without hose): 1 lbs
• Size of collet chuck: 1/4"
• Size of collet sleeve: 1/8", 3/16"
• Noise level: 75 dB(A)

PNEUMATIC DIE GRINDER

0.96

0.93

0.90

0.90

0.90

0.72

0.69

0.59

0.57

0.57

0.65

0.65

1.01

1.08

0.96

0.93

0.93

0.93

0.93

0.98

0.93

0.92

0.96

0.96

0.96

0.96
PART# 1-NIT PRICE

SH-100A

PART# 1-NIT PRICE
MAS-20

PART# 1-NIT PRICE
L-35C

L-25B

288.00

288.00

270.00

225.00

MODEL (PART# 1-NIT) B-10 B-20 B-30
RATED AIR PRESSURE psi 85 85 85

AIR CONSUMPTION (NO LOAD) cfm 14.2 18.4 24.0

MOTOR FREE SPEED rpm 17,000 17,000 14,000

BELT SPEED fpm 3,675 8,596 7,087

BELT SIZE * 3/8" x 13" 3/4" x 20.1/2" 1.3/16" x 21.1/4"

HOSE SIZE inch 1/4 1/4 1/4

WEIGHT lbs 1.5 2.6 4.8

* Can be converted to 1/4" x 13" (see conversion kit above).

CONVERSION KIT

Model B-10 can be converted to accept a 1/4" x 13" Belt by using the following:
Bracket (Arm), Part#: 1-NIT-TB07283
Shoe, Part#: 1-NIT-TQ10942
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PENCIL TYPE PNEUMATIC GRINDERS
23,000 - 60,000 rpm “IMPULSE” SERIES

DESCRIPTION PART#
9-950

1/8" COLLET CHUCK 81NK10210

3/32" COLLET CHUCK 81NK10215

1/16" COLLET CHUCK 81NK10220

HEAD COVER CNA

SHANK FOR
GRINDING STONE NCH-01

GRINDING STONE A80P
A80R

RUBBER PAD PN-030

5’ HOSE K-213

SILENCER K-208

SAND PAPER
DISKS

AVAILABLE

ACCESSORIES AIRLINE KIT
(DOES NOT INCLUDE GRINDER)
Automatic Lube device will relieve heat up
problem of motor at long continuous opera-
tion.

PART# PRICE
9-950-AL-807

325.00 325.00 356.00 356.00

213.00

PENCIL GRINDER
60,000 RPM 5.82 lbs.

45° GRINDER
40,000 RPM 7.41 lbs

45° GRINDER
23,000 RPM 6.70 lbs

90° GRINDER
23,000 RPM 6.70

STD. ACCESSORIES: 5’ HOSE, SILENCER, 1/8" COLLET, COLLET & CHUCK WRENCH
STD. ACCESSORIES: 5’ HOSE, SILENCER, 1/8" COLLET, COLLET & CHUCK WRENCH, SHAFT
FOR GRINDSTONE, TOP CUT, RUBBER PAD & SANDPAPER.

PART# PRICE PART# PRICE PART# PRICE PART# PRICE
9-950-NSP-601 9-950-NA45-400 9-950-NA45-230 9-950-NA90-230

Ø

Ø

PENCIL AIR GRINDER
with Hose and Adjustable Throttle

Perfect for:

� Finishing metal patterns

� Sheel metal working

� Supplied with collet

� Treating after welding

� Finishing precision parts

PENCIL AIR GRINDERS
with Hose and Adjustable Throttle

MODEL
NO.

COLLET
SIZE

FREE
SPEED

BODY
DIA. LENGTH WT.

LBS
PART#
9-990 PRICE

MP-SM516 1/8 54000 rpm 0.625 6.25 0.25 MP-SM516

REPLACEMENT

COLLET:

P/N 9-990-516C

MADE IN JAPAN

MP-US3 with 1/8” Collet

(Collet P/N: 9-990-US302)

MP-US6 with 1/4” Collet

(1/4” Collet P/N: 9-990-US602)

(6 MM Collet P/N: 9-990-US6026MM)

MP-US6B with 1/4” Collet

(1/4” Collet P/N: 9-990-US602)

(6 MM Collet P/N: 9-990-US6026MM)

MODEL
NO.

COLLET
SIZE

FREE
SPEED (rpm)

BODY
DIA. LENGTH WT.

LBS
PART#
9-990 PRICE

MP-US3 1/8 50000-60000 0.63 5.3 0.24 MP-US3

MP-US6 1/4 30000-40000 0.90 5.9 0.60 MP-US6

MP-US6B 1/4 20000-30000 1.14 6.3 0.88 MP-US6B65.19

198.00

183.33

259.60

FEATURES:

� THE HIGH-TORQUE AIR MOTOR IN PURSUIT OF MAXIMUM EFFICIENTY OF AIR.
With special rotary vane motor, the IMPULSE allows less fall of speed caused by the fluctua-
tions in load, and maintains speed under no-load at all times to assure a stable grinding.

� THE TWIST-FREE MECHANISM PREVENTS HOSE TWISTING.
To prevent hose twisting, 360° free-joint is adopted for connection of motor and hose.

� LOW NOISE LEVEL BY SILENCER
Plugging with a silencer at air out-let of exhaust hose, you may lower the noise.

� MULTIPLE APPLICATIONS BY VARIOUS ANGLE HEADS.

� Suitable for grinding at marginal point where straight is difficult to reach.

� Wheel cover is removable if required for better visibility.

� Other tools than regular grindstone with Ø3mm axis can also be used by replacing chuck.

� SPEED CONTROL
Rotating speed is adjustable by the ON-OFF ring at the end of the grip.
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SUPER PRECISION HIGH SPEED
JIG GRINDERS (PLANET SERIES)

FEATURES

� Ultra precision ball bearings.

� Powerful torque, high precision and durable grinding components.

� Minimum consumption of air.

� Low cost and versatile attachments for your conventional milling ma-
chines and lathes.

Available in the following models:

MODEL RANGES OF RPM
PLANET 500/550 50,000 - 65,000 RPM

PLANET 800 70,000 - 90,000 RPM

PLANET 1500 130,000 - 150,000 RPM

PLANET 2000 180,000 - 200,000 RPM

SHOWN BELOW IS
MODEL 550, FOR OTHER

MODELS PLEASE RE-
QUEST MORE INFOR-
MATION FROM OUR

SALES
DEPARTMENT.

PLANET 550 (50,000 - 65,000 RPM)

PART# 81-PL10520

MODEL PLANET 550

SHANK DIA. Ø 3/4"

GRINDING CAPACITY Ø 0.12 - Ø 2.76"

GRINDING DEPTH MAX. 2.36"

Grindstone Dia. MAX. Ø 0.98"

REVOLUTION 50,000 - 65,000 rpm

AIR PRESSURE 43 psi - 85 psi

VOLUME OF AIR FLOW 130 l/min.

(Compressor) 2 HP (1.5 kw)

WEIGHT 3.61 lbs

Standard Accessories
(#81-PL10520 including)
1. Planet 550 Body
2. 6’ air hose
3. 1 set of Wrench
4. Collet chucks & a Nut

(Ø1/8" & 1/4")
5. Anti Swivel Rod
6. Grindstone shank

for Deep Holes

MATERIAL TYPE PART#
Diamond PDG-14 81-PL10341

Borazon PBG-14 81-PL10351

Diamond PDG-16 81-PL10361

Borazon PBG-18 81-PL10371

PENCIL GRINDERS

MODEL MOTOR
(HP)

MOTOR
(kW)

MAX.
WHEEL
DIA. (IN)

SPEED
(RPM) EXHAUST

COLLET
SIZE
(IN)

WEIGHT
(LB)

LENGTH
(IN)

REC.
PRESSURE

AIR INLET
(NPT)

REC
HOSE
(ID IN)

PART#
1-UT- PRICE

UT8706-1 0.25 0.18 1/8" 54000 REAR 1/8" 0.5 5.25 90 psi-6.2 bar 1/4" 1/4" 8706

UT8708 0.25 0.18 1/8" 70000 REAR 1/8" 0.5 5.90 90 psi-6.2 bar 1/4" 1/4" 8708

RECOMMENDED AIR PRESSURE: 90PSI AIR INLET - 1/4 NPT

GRINDSTONE SHANK
FOR DEEP HOLES

ITEM # MODEL LENGTH (Q)
81-PL13680 K064761 1.57" (40mm)

81-PL13681 K064762 1.97" (50mm)

81-PL13682 K064763 2.36" (60mm)

Ultra precision ball bear-
ing developed by
Nakanishi & ball bearing
manufacturer’s study.

GRIND-
STONES
WITHOUT
SHANK
FOR DEEP-
HOLE

226.80

178.61

NSK

UT8706-1
Pencil Grinder

� Double front spindle bearing for increased durability and reduced vibra-
tion

� Roll throttle and small diameter grip for constant speed and operator
control

� Supplied complete with co-axial hose assembly

� Rear exhaust keeps work area clean from cuttings

UT8708
Right Angle Pencil Grinder

� Roll throttle & small diameter grip for constant speed & operator control

� Supplied complete with co-axial hose assembly

� Rear exhaust keeps work area clean from cuttings

� Gearless design reduces maintenance costs

� 70,000 RPM for high speed, precision work

AIR SCRIBER
(RECOILLESS)

• Only 1m/s2 vibration for operator
comfort and control

• Patented recoilless design provides
low vibration and high frequency to
reduce operator fatigue

• Complete with carbide stylus & air
hose

• 21,000 BPM
• 1/4" bore
• .250 stroke
• .3 lb wt
• 5.5" long
• 1/8" NPT Inlet
• 90 PSI

UT8706-1

UT8708

PART#
1-FLO- PRICE

UT9935 281.61
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• Constant high speed under variable load.
• 20,000 to 65,000 RPM / 0.15 - 1.40 HP
• Totally oil-free system; grease-packed bearings
• Lowest vibration, greater accuracy, cleaner finish.
• Improved cutting action, high peripheral speed, light pres-

sure means longer cutting tool life.
• Fewer moving parts, less maintenance, fewer repairs.

• Automatic brake option.
• So Quiet! Under 67 dBa. Light and comfortable.
• Up to 30% savings on compressed air consumption.
• Inlet Air Pressure 90 PSI MAX.
• T.I.R. Collet Held Shank - Less than .001” (.03 mm).
• Collet Wrenches supplied with all tools.
• CE Mark./6 Month Warranty.

THE TOOLS OF A NEW GENERATION

GENERAL SPECIFICATIONS
200 SERIES 201 SERIES 202 SERIES 525 SERIES

P/N
ATT-32060

P/N
ATT-32140

P/N
ATT-32150

P/N
ATT-32160

P/N
ATT-32230

P/N
ATT-32240

P/N
ATT-32250

P/N
ATT-32260

P/N
ATT-32530

P/N
ATT-32540

SPEED RPM 50,000 40,000 50,000 65,000 30,000 40,000 50,000 65,000 30,000 40,000

POWER RATING HP .3 .15 .2 .2 .4 .45 .5 .55 .4 .45

INLET AIR PRESSURE 90 PSI 90 PSI 90 PSI 90 PSI

AIR CONSUMPTION-IDLE cfm 2 1 3 3 5.5 6 7.5 12 5.5 6

AIR CONSUMPTION-STALL FLOW cfm 10 8 21.5 21.5

T.I.R. COLLET HELD SHANK Less than .001” Less than .001” Less than .001” Less than .001”

SOUND LEVEL Less than 67 dBa Less than 65 dBa Less than 67 dBa Less than 67 dBa

STANDARD SHANK CAPACITY 1/8” 1/8” 1/8” 1/4”

GENERAL SPECIFICATIONS
0190SV SERIES 2590 SERIES

P/N
ATT-35140

P/N
ATT-35150

P/N
ATT-35160

P/N
ATT-35830

P/N
ATT-35840

SPEED RPM 40,000 50,000 65,000 30,000 40,000

POWER RATING HP .15 .2 .2 .4 .45

INLET AIR PRESSURE 90 PSI 90 PSI

AIR CONSUMPTION-IDLE cfm 1 3 3 5.5 6

AIR CONSUMPTION-STALL
FLOW cfm

8 21.5

T.I.R. COLLET HELD SHANK Less than .001” Less than .001”

SOUND LEVEL Less than 67 dBa Less than 67 dBa

STD. SHANK CAPACITY 1/8” 1/4”

GENERAL SPECIFICATIONS
0145 SERIES

P/N
ATT-35040

P/N
ATT-35050

P/N
ATT-35060

SPEED RPM 40,000 50,000 65,000

POWER RATING HP .15 .2 .2

INLET AIR PRESSURE 90 PSI

AIR CONSUMPTION-IDLE cfm 1 3 3

AIR CONSUMPTION-STALL
FLOW cfm

8

T.I.R. COLLET HELD SHANK Less than .001”

SOUND LEVEL Less than 67 dBa

STD. SHANK CAPACITY 1/8”

GENERAL
SPECIFICATIONS

201JS 525JS 230XJS
P/N

ATT-52140
P/N

ATT-52150
P/N

ATT-52160
P/N

ATT-52530
P/N

ATT-52540
P/N

ATT-52724
P/N

ATT-52734
P/N

ATT-52744

SPEED RPM 40,000 50,000 65,000 30,000 40,000 25,000 30,000 40,000

POWER RATING HP .15 .2 .2 .4 .45 1.2 1.3 1.4

INLET AIR PRESSURE 90 PSI 90 PSI 90 psi

AIR CONSUMPTION-
IDLE cfm

1 3 3 5.5 6 14 14 23

AIR CONSUMP-
TION-STALL FLOW cfm

8 21.5 60

T.I.R. COLLET HELD
SHANK

Less than .001” Less than .001” Less than .001”

SOUND LEVEL Less than 67 dBa Less than 67 dBa Less than 67 dBa

STD. SHANK CAPACITY 1/8” 1/4” 1/4”

200 SV
5.4 oz.

201SV
6 oz.

202SV
8 oz..

525SV
14.5 oz.

0190SV
10 oz.

2590SVR
18 oz.

0145SV
10 oz.

0145SSV
6 oz.

MACHINE MOUNTED TOOLS

R-8 3/4 SS
X 2”
LONG

CAT 40
CAT 50
BT 40
BT 50

525 JS 201 JS 230XJS

FOR DEMANDING HIGH SPEED OPERATIONS ON CNC,
JIG, MILLING OR ANY MOUNTED OPERATIONS.

ORDER SHANKS SEPARATELY. FOR TOOLS SPECIFY STEEL OR CERAMIC BEARINGS.
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MODEL
PART#
1-UT

WHEEL
CAPACITY

FREE
RPM

MAX.
H.P.

WEIGHT
LBS. LENGTH AIR

PRESSURE PRICE

8734 2" TYPE 1 18,000 1/2 3.1/4 12.1/2 90 PSI

LONG REACH GRINDERS

For 2" Type 1
Grinding Wheels 399.00

HEAVY INDUSTRIAL HORIZONTAL GRINDERS
JET HG-2 HORIZONTAL GRINDER
• Powerful motor for superior performance
• Designed for heavy-duty, industrial applica-

tions
• 3/8"-24 spindle
• 2" wheel capacity

JET HG-4L HORIZONTAL GRINDER
• Powerful motor for superior performance
• Designed for heavy duty, industrial applica-

tions
• 4" wheel capacity
• 5/8"-11 spindle

MODEL WHEEL
DIA.

SPINDLE
THREAD

THROTTLE
TYPE RPM

AVE.
AIR

CONSUMP-
TION

HP OVERALL
LENGTH

AIR
INLET

AIR
HOSE

RECOM.
AIR

PRESSURE

NET
LBS.

SHIP
LBS

PART#
1-829 PRICE

HG-2 2 3/8-24 TRIGGER 14,000 23 CFM .75 14-3/8 1/4 NPT 3/8 90 PSI 2.3/4 4 HG-2

HG-4L 4 5/8-11 LEVER 7,000 28 CFM 1.3 18.1/2 3/8 NPT 1/2 90 PSI 6.1/2 7 HG-4L

332.50

560.50

QUALITY PNEUMATIC TOOLS

387.31

84.55

* With cup wheel & sanding discs.

MICRO GRINDERS (PENCIL GRINDERS)

DESCRIPTION RPM COLLET/
SPINDLE LENGTH AIR

INLET
PART#
1-829 PRICE

STRAIGHT PENCIL GRINDER 54,000 1/8" 5.1/4" 1/8" NPT JSM-516

45° PENCIL GRINDER* 22,000 1/4"-20 6.1/4" 1/8" NPT JSG-0572

MINI BELT SANDERS
• Rear exhaust directs air away from work
• Equipped with exhaust silencer for noise

reduction
• Built in regulator for positive speed control
• JSM-630 has dead handle for better control
• 360° head rotation provides versatility for every

job
• Belt tracking adjustment is conveniently located
• Sanding belt included

BELT
SIZE

PART#
1-829 PRICE

1/4 X 13 JSM-606

3/8 X 13 JSM-610

1/2 X 24 JSM-612

3/4 X 20.1/2 JSM-620

1.3/16 X 21.1/4 JSM-630

MODEL/STOCK NO: 1-829-JSM-606 1-829-JSM-610 1-829-JSM-612 1-829-JSM-620 1-829-JSM-630
REPAIR KIT NO.: 1-829-RPK-606 1-829-RPK-610 1-829-RPK-612 1-829-RPK-620 1-829-RPK-630
REBUILD KIT NO: 1-829-RBK-606 1-829-RBK-610 1-829-RBK-612 1-829-RBK-620 1-829-RBK-630
FREE SPEED (RPM): 16,000 16,000 16,000 16,000 12,000
BELT SIZE (IN.): 1/4 X 13 3/8 X 13 1/2 X 24 3/4 X 20.1/2 1.3/16 X 21.1/4
HORSE POWER (HP): 0.37 0.37 0.37 0.45 0.7
NOISE LEVEL (db): 80 80 80 82 79
AIR INLET (NPT): 1/4 1/4 1/4 1/4 1/4
AIR HOSE SIZE (ID): 3/8 3/8 3/8 3/8 3/8
AIR PRESSURE (PSI): 90 90 90 90 90
AIR CONSUMPTION (CFM): 14.2 14.2 14.2 18.4 24
LENGTH FOLDED (IN.): 10.7/16 10.7/16 23.1/2 11.15/16 11.5/8
MAXIMUM LENGTH (IN.): 15.3/4 15.3/4 34.1/2 18.1/2 19.19/64
HEIGHT (IN.): 1.63/64 1.63/64 1.63/64 2.23/64 4.9/64
NET WEIGHT (LBS.): 1.1/2 1.1/2 1.1/2 3 4.1/2
SHIP WEIGHT (LBS.) 3 3 3 4 6

169.48

142.50

152.00

199.50

413.27

FLEXIBLE SHAFT GRINDER AND
FOOT CONTROL

• Hanging type

• 110 volt

• On-Off switch

• 5/32" (4mm) Drill Chuck

• 36" Flexible shaft

PART # PRICE

2-222-224 195.00

Foot Pedal Control
for 500-15,000 RPM
Speed Control
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TOP RATED POWER TOOLS WHY SETTLE FOR ANYTHING LESS?

3/8" DRILL
VARIABLE SPEED
REVERSIBLE

MODEL 6408
Capacities:

Steel 3/8"
Wood 1"

No load speed 0-2500 RPM
Amps (115V) 4.9

OAL 10.9/32"
Net weight 3.1 lbs

Shipping weight 4.0 lbs

PART# 1-828 PRICE
6408

3/8" CORDLESS DRILL
KIT

2-SPEED

VARIABLE

SPEED,

REVERSIBLE

MODEL 6260DWPE
Includes: 2 batteries and a
charger.
Capacities:

Steel 3/8”
Wood 13/16”

No load speed 350/1200 RPM
Maximum torque 200 in. lbs
Battery: 9.6 VDC
OAL: 8.1/4”
Net weight: 3.1 lbs
Shipping weight: 8.4 lbs

PART# 1-828 PRICE
6260DWPE

1/2" DRILL
VARIABLE. SPEED
REVERSIBLE

MODEL 6302H
Capacities:

Steel 1/2"
Wood 1.3/8"

No load speed 0-550 RPM
Amps (115V) 6.5
OAL 11.3/16"
Net weight 4.4 lbs
Shipping weight 5.3 lbs

PART# 1-828 PRICE
6302

1/2” CORDLESS DRILL
DRIVER

MODEL 6347DWDE
Includes: Keyless chuck, 2 bat-
teries & charger & case.
Capacities:

Steel 1/2”
Wood 1.1/2”

No load speed: 400/1300 RPM
Battery: 18 VDC
OAL: 9.9/16”
Net weight

including battery: 5.3 lbs

PART# 1-828 PRICE
6347DWDE

1/2" DRILL
REVERSIBLE

MODEL 6013BR
Capacities:

Steel 1/2"
Wood 1.3/8"

No load speed 550 RPM
Amps (115V) 6.0
OAL 13.3/8"
Net weight 6.2 lbs
Shipping weight 7.7 lbs

PART# 1-828 PRICE
6013BR

3/8" DRILL
REVERSIBLE

VARIABLE SPEED
REVERSIBLE

MODEL 6402
Capacities:

Steel 3/8"
Wood 53/64”

No load speed 0-1200 RPM
Amps (115V) 5.2
OAL 10.3/8”
Net weight 3.7 lbs
Shipping weight 4.6 lbs

PART# 1-828 PRICE
6402

1/2' CORDLESS DRILL
DRIVER

2 - SPEED
VARIABLE
SPEED
REVERSIBLE

MODEL 6337DWDE
Includes: 2 batteries and a
charger.
Capacities:

Steel 1/2”
Wood 1.1/4”

No load speed: 400/1300 RPM
Max torque: 350 in lbs
Battery: 14.4 VDC
OAL: 9.9/16”
Net weight: 4.6 lbs
Shipping weight: 12.4 lbs

PART# 1-828 PRICE
6337DWDE

½” D-HANDLE DRILL
REVERSIBLE
VARIABLE SPEED

MODEL 6304LR
Capacities:

Steel 1/2"
Wood 1.1/2"

No load speed 600 RPM
Amps (115V) 7.5
OAL 14.1/8"
Net weight 5.7 lbs
Shipping weight 14.8 lbs

PART# 1-828 PRICE
6304LR

3/8" CORDLESS DRILL KIT

VARIABLE SPEED
REVERSIBLE

MODEL 6176DW
Includes: Keyless chuck built-in bat-
tery & charger.
Capacities:
Steel & Wood 3/8”
Wood screw #9 x 3/4”

No load speed 600 RPM
Battery 7.2 VDC
Net weight: 2.1 lbs
Shipping weight 3.0 lbs

PART# 1-828 PRICE
6176DW

3/8" ANGLE DRILL
VARIABLE SPEED
REVERSIBLE

MODEL DA3010F
Capacities:

Steel 3/8"
Wood 5/8"

No load speed 0-2400 RPM
Amps (115V) 4
OAL 10.3/4"
Net weight 3.5 lbs
Shipping weight 4.6 lbs

PART# 1-828 PRICE
DA3010F

1/2" ANGLE DRILL
REVERSIBLE

MODEL DA4000LR
Capacities:

Steel 1/2”
Wood 4.5/8"

No load speed 400/900 RPM
Amps (115V) 7.5
OAL 16.1/4"
Net weight 8.1 lbs
Shipping weight 17.5 lbs

PART# 1-828 PRICE
DA4000LR

3/8" CORDLESS DRILL
KIT

2-SPEED
VARIABLE SPEED
REVERSIBLE

MODEL 6019DWE
Capacities:

Steel 3/8”
Wood 9/16”
Wood screw #11 x 1.3/8”

No load speed 250/600 RPM
Battery 7.2 VDC
OAL 9.7/8”
Net weight: 2.5 lbs
Shipping weight: 7.7 lbs

PART# 1-828 PRICE
6019DWE

3/8" CORDLESS
ANGLE DRILL KIT
VARIABLE SPEED

MODEL DA312DWD
Capacities:

Steel 3/8"
Wood 3/8"

No load speed 0-800 RPM
Amps 12 VDC
OAL 12.3/4"
Shipping weight 8.0 lb.

including battery & recharger
Net weight 3.5 lbs

PART# 1-828 PRICE
DA312DWD

1/2" ANGLE DRILL
2 SPEED
REVERSIBLE

MODEL DA4031
Capacities:

Steel 1/2"
Wood 4.5/8"

No load speed
Lo: 300/1200

Amps (115V) 10.0
OAL 18.1/4"
Net weight 12.3 lbs
Shipping weight 22.3 lbs

PART# 1-828 PRICE
DA4031

Includes battery & charger.

99.00 150.00 117.00 160.50

141.00 282.00 244.50 285.00 267.00

171.00 237.00 274.05 396.00 502.50
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TOP RATED POWER TOOLS WHY SETTLE FOR ANYTHING LESS?

CORDLESS 4"
GRINDER

MODEL 9500D
Grinding wheel 4"
No load speed 5,500 RPM
Battery * 7.2 VDC
Overall length 8.7/8"
Net weight 2.2 lbs

with battery
Shipping weight 2.3 lbs
* Battery & recharger must be
purchased separately.

4" DISC GRINDER

MODEL 9553NBK
Grinding wheel 4"
Wire cup brush 3.1/2"
Sanding disc 4"
No load speed 11,000 RPM
AMPS (115V) 6
Spindle thread M10x1.25
Overall length 10.1/8"
Net weight 3.1 lbs

4.1/2" DISC GRINDER

AC/DC

MODEL 9557PB
Grinding wheel 4.1/2"
Wire cup brush 3.1/2"
Sanding disc 4.1/2"
No load speed 10,000 RPM
AMPS (115V) 7.5
Spindle thread 5/8"-11
Overall length 10.5/8"
Net weight 3.5 lbs

5" DISC GRINDER

AC/DC

MODEL 9015A
Grinding wheel 5"
Wire cup brush 3.1/2"
Sanding disc 5"
No load speed 10,000 RPM
AMPS (115V) 12.5
Spindle thread 5/8"-11
Overall length 15.1/8"
Net weight 5.5 lbs

5" DISC GRINDER

AC/DC

MODEL 9005B
Grinding wheel 5"
Wire cup brush 3.1/2"
Sanding disc 5"
No load speed 10,000 RPM
AMPS (115V) 9.0
Spind thread 5/8"-11
Overall length 14"
Net weight 6.6 lbs

PART# 1-828 PRICE
9500D

PART# 1-828 PRICE
9553NBK

PART# 1-828 PRICE
9557PB

PART# 1-828 PRICE
9015A

PART# 1-828 PRICE
9005B

PART# 1-828 PRICE
GA7011C

7" ANGLE GRINDER

AC/DC

MODEL GA7011C
Specifications:
Grinding wheel 7"
Wire cup brush 6"
Sanding disc 7"
No load speed 6,000 RPM
AMPS (115V) 15
Spindle thread 5/8"-11 UNC
Overall length 17.7/8"
Net weight 7.5 lbs

7" ANGLE GRINDER

AC/DC

MODEL GA7001L
Grinding wheel 7"
Wire cup brush 4.3/8"
Sanding disc 7"
No load speed 6,000 RPM
AMPS (115V) 15.0
Spindle thread 5/8"-11
Overall length 16.1/4"
Net weight 12.6 lbs

PART# 1-828 PRICE
GA7001L

9" ANGLE GRINDER

AC/DC

MODEL 9069
Specifications:
Grinding wheel 9"
Wire cup brush 6"
Sanding disc 7"
No load speed 6600 RPM
AMPS (115V) 15.0
Spindle thread 5/8"-11 UNC
Overall length 18.1/2
Net weight 10.6 lbs

PART# 1-828 PRICE
9069

5" DISC SANDER

MODEL GV5000
Sanding disc 5"
No load speed 4,500 RPM
AMPS (115V) 3.6
Overall length 7.1/8"
Net weight 2.6 lbs

PART# 1-828 PRICE
GV5000

7" DISC SANDER

MODEL 9218SB
Sanding disc 7"
No load speed 4,000 RPM
AMPS (115V) 5.2
Spindle thread 5/8"-11
Overall length 8.7/8"
Net weight 6.0 lbs

PART# 1-828 PRICE
9218SB

1/4 DIE GRINDER
with Slide Switch

MODEL GD0601
Collet size 1/4"
No load speed 30,000 RPM
AMPS (115V) 3.0
Overall length 14"
Net weight 4.2 lbs

PART# 1-828 PRICE
GD0601

1/4 DIE GRINDER

MODEL GE0600
Collet size 1/4"
No load speed 25,000 RPM
AMPS (115V) 2.0
Overall length 11.1/8"
Net weight 2.0 lbs

PART# 1-828 PRICE
GE0600

PART# 1-828 PRICE
GD0800C

INDUSTRIAL
BELT SANDER

3" X 21"

MODEL 9903
Belt size 3" x 21"
Belt speed 690-1440 ft/min.
AMPS (115V) 8.8
Overall length 11.5/8"
Net weight 9.5 lbs

PART# 1-828 PRICE
9903

BELT SANDER

3" X 24"

MODEL 9924DB
Belt size 3" x 24"

Belt speed 1,300 ft/min.
AMPS (115V) 7.8
Overall length 14"
Net weight 10.5 lbs

PART# 1-828 PRICE
9924DB

85.50 70.50 106.50 213.00 184.50

244.50 283.50 186.00 126.00 247.50

140.25 172.50 295.50 273.00

¼” DIA GRINDER
VARIABLE SPEED

• Speed control dial for optimal
speed for various materials.

SPECIFICATIONS:
Collet 1/4” (8 mm)
No load speed:

7,000 - 28,000 RPM
AMPS (115V) 6.6

Overall length 14.5/8”
Net weight: 3.5 lbs

7,000 - 28,000 RPM
MODEL GD0800C

265.50
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TOP RATED POWER TOOLS WHY SETTLE FOR ANYTHING LESS?

STRAIGHT & RADIUS SHEARS 16 GAUGE
NIBBLER

16 GAUGE
MODEL JS1600

Capacities:
Steel 16 ga.
Stainless 18 ga.

Amps (115V) 2.8
Strokes/min. 4000
Minimum

cutting radius 1.3/16"
OAL 9.1/8"
Net weight 3.7 lbs

PART# 1-828 PRICE
JS1600

10 GAUGE
MODEL JS3200

Capacities:
Steel 10 ga.
Stainless 12 ga.

Amps (115V) 6.0
Strokes/min. 1600
Minimum

cutting radius 2"
OAL 8"
Net weight 7.7 lbs

PART# 1-828 PRICE
JS3200

16 GAUGE
MODEL JN1601

Capacities:
Mild steel 16 ga.
Stainless 18 ga.
Aluminum 10 ga.

Amps (115V) 5.0
Strokes/min. 2200
Min. cutting radius:

outside 2”
inside 1.3/4”

OAL 10.1/4”
Net weight 3.5 lbs

PART# 1-828 PRICE
JN1601

MODEL JN 3200
Steel 10 ga.
Stainless 12 ga.
Amps (115V) 6.0
Strokes/min. 1300
Minimum cutting radius

Outside edge 5.1/16"
Inside edge 4.3/4"

OAL 8.1/2"
Net weight 7.5 lbs

PART# 1-828 PRICE
JN3200

MODEL 4324
Length of stroke 11/16”
Max Cutting Capacities:
in wood @ 90° 2.9/16”
in steel @ 90° 1/4”
Strokes per min 500-3100
AMPS 3.7
Net weight 4.2 lbs

PART# 1-828 PRICE
4324

MODEL 4390DW
Max. cutting capacities

Soft Wood 15/16"
Hard Wood 1/2"
Pipe 1.5/8" x 5/64"

Strokes/Min. (SPM) 2700
Watt Hours 12.5
Length 13.1/2"
Net Weight
(lbs w/battery) 3.1

PART# 1-828 PRICE
4390DW

MODEL 5090DW
Blade dia. 3.3/8"
Max Cutting Depth

45� 5/64-45/64"
90� 0-55/64"

No Load RPM 1000
Watt Hours 12.5
Length 12.3/8"
Net weight (lbs w/battery)

4.0

PART# 1-828 PRICE
5090DW

MODEL BSS610

Blade Diameter 6.1/2"
Arbor 5/8"
Max Cutting Depth 2.1/4"
No Load RPM 3700
Watt Hours 54
Battery (Ah) 3
Length 13.5/8
Net weight 7.1

PART# 1-828 PRICE
BSS610

NIBBLER JIG SAW ORBITAL
VAR. SPD.

9.6V Cordless Recipro
Saw Kit

9.6V 3.3/8" Cordless
Circular Saw Kit

18V 6.1/2" Cordless
Lithium-Ion
Circular Saw Kit

MODEL 4390DW
Max. cutting capacities

Soft wood 15/16"
Hard wood 1/2"
Pipe 1.5/8" x 5/64"

Strokes per min. 2700
Battery 9.6 VDC
OAL 13.1/2"
Net weight 3.1 lbs

w/battery

PART# 1-828 PRICE
4390DW

CORDLESS RECIPRO
SAW KIT

1/2 ELECTRIC
MODEL 6905B
Capacities

Square drive 1/2"
Bolt size 1/2"-3/4"

Impact per min. 2000
No load speed 1700 RPM
Amps (115V) 4.0
Net weight 6.0 lbs

PART# 1-828 PRICE
6905B

PART# 1-828 PRICE
6906

3/4 ELECTRIC
MODEL 6906

Capacities
Square drive 3/4"
Bolt size 5/8"-7/8"

Impact per min. 1600
No load speed 1700 RPM
Amps (115V) 9.0
Net weight 11.0 lbs

Capacities: Sq. Drive 1/2”
Std. Bolts 5/16-9/16
High tensile bolts 1/4-1/2”

No load speed 0-1800 RPM
Impact per min 0-2500
Battery 12 VDC

SQ. IMPACT WRENCHES - REVERSIBLE

1/2 CORDLESS
IMPACT WRENCH KIT
MODEL 6911 HDWA

PART# 1-828 PRICE
6911HDWA

2,800 WATTS
GENERATOR*
MODEL G2800L

• Feature OSHA approved
receptacles

• Includes condenser voltage
regulator for stable voltage output

• Commercial-duty steel gas tank
• All ball bearing supported,

forged steel crankshaft
Includes battery
& charger

Includes battery
& charger

Generator Specifications:
AC Voltage 120V-60Hz
Max. Output Current

2800W-23.3A
Rated Output Current

2400W-19.2A
DC Voltage 12V-8.3A
Receptacle A

Engine Specifications:
Model OHC
Max. HP/RPM 6/3,600
Displacement 169cc
Fuel Tank Capacity 3.7 gal.
Continuous Operation

9.7 hrs
Noise Level @ 7M, 60H 68dB
Size
Dim (LxWxH)

21.1/4" x 17 x 18.3/4"
Dry weight 95 lbs.

PART#
1-828 PRICE

G2800L
* Larger generators available -

please inquire.

MODEL 9031
Belt size 1.1/8" x 21"
Belt speed 656-3280 ft/min
AMPS (115V) 5.0
Overall length 15"
Net weight 4.6 lbs
Shipping weight 6.3 lbs
Belt P/N 1-828-742301-7

MODEL 9032
Belt size 3/8" x 21
Belt speed 980-5600 ft/min
Max sanding length 4.5/16"
AMPS 4.4
Length 16.1/2"
Net weight 3.3 lbs
Belt P/N 1-828-A34469

BELT SANDER
1.1/8" X 21"

PART# 1-828 PRICE
9031

PART# 1-828 PRICE
9032

BELT SANDER
1.1/8" X 21"
VARIABLE
SPEED

315.00

315.00 330.00 445.50 330.00

511.50 82.67 165.00 187.50 463.50

165.00

222.67 712.50

276.00 1332.00
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DREMEL®

SPECS 400 XPR� 300 SERIES DIGITAL 200 SERIES
TWO SPEED

100 SERIES
SINGLE
SPEED

POWER 2.0 AMPS 1.15 AMPS 1.15 AMPS 1.15 AMPS 1.15 AMPS
SPEED
RANGE

5000 -
35,000 RPM

5000
- 35,000 RPM

5000 -
35,000 RPM

15,000 and
35,000 RPM 35,000 RPM

NO. OF
SPEEDS VARIABLE VARIABLE 31 2 1

SEPARATE
ON/OFF
SPEED

CONTROL

YES NO YES NO NO

CORDED TOOLS (5 YEAR WARRANTY)

LITHIUM ION STYLUS� MULTI-PRO MINI MITE

10.8 V 7.2 V 7.2 V 4.8 V
5000 -

35,000 RPM
5000 -

25,000 RPM
10,000 and
20,000 RPM

6,500 and
13,000 RPM

VARIABLE VARIABLE 2 2

NO YES NO NO

CORDLESS TOOLS (2 YEAR WARRANTY)

CONTENTS
• 400 Series XPR�

Rotary Tool
• 51 Accessories
• Lawn Mower and

Garden Tool Sharpener

• Circle Cutter
• Quick Start Book
• XPR� Storage Case
• Wrench

CONTENTS
• 300 Series Variable

Speed Rotary Tool
• 25 Accessories

• Quick Start Book
• Wrench
• Accessory Case

PART # PRICE
1-DML-400-251

PART # PRICE
1-DML-300-N25

PART # PRICE
1-DML-200-N40

PART # PRICE
1-DML-300-140

PART # PRICE
1-DML-300-155

PART # PRICE
1-DML-100-N10

PART # PRICE
1-DML-1100-01

PART # PRICE
1-DML-7700

PART # PRICE
1-DML-750-02

400 SERIES XPR� KIT - MODEL 400-2/51

CONTENTS
• 300 Series Variable

Speed Rotary Tool
• 40 Accessories
• Right Angle

Attachment

• Accessory Case
• Quick Start Book
• Wrench
• Large Storage Case

CONTENTS
• Dremel Stylus Rotary Tool
• Chraging Base and Acces-

sory Organizer
• 7.2V Lithium-Ion Battery
• Accessory Case

• Quick Start Book
• Wrench

• Accessory Case
• Quick Start Book
• Wrench
• Large Storage Case

CONTENTS
• 300 Series Variable

Speed Rotary Tool
• 55 Accessories
• Cutting Guide

CONTENTS
• 7.2 Two-Speed Cord-

less Multi-Pro
• Portable Storage Bag
• Accessory Organizer

• 3-hour Charger
• Quick Start Book
• Wrench

With 40
Accessories

With 10
Accessories
Includes Quick Start book with quick
and easy instructions.

CONTENTS
• 4.8 Two-Speed MINIMITE�

• 3-hour charge
• Wrench

300 SERIES KIT - MODEL 300-1/40 STYLUS KIT - MODEL 1100-01
CORDLESS
With 25 Accessories

300 SERIES KIT - MODEL 300-N/25 300 SERIES KIT - MODEL 300-1/55 7.2 V MULTIPRO
CORDLESS KIT - MODEL 7700-02

200 - N/40 TWO SPEED
ROTARY TOOL KIT

100-N/10 SINGLE SPEED ROTARY
TOOL KIT

MINIMATE� CORDLESS KIT -
MODEL 750-02
With
5 Accessories

127.85 111.22 103.47

82.93 116.25 66.13

86.29 54.98 37.45

ELECTRIC ROTARY TOOLS, CORDED & CORDLESS

With 50 Accessories
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DESCRIPTION PART#
1-DML PRICE

395 MOTO-TOOL ONLY
PLUS 5 ACCESSORIES

395

DESCRIPTION PART#
1-DML PRICE

3962 MOTO-TOOL KIT
72 ACCESSORIES INCLUDED

3962

PART#
1-DML PRICE

225

DREMEL®

• Variable Speed
Moto-Tool (5,000-30,000 RPM)
allows user to select right speed
for every job.

• Ball bearing motor reduces friction.
• Tapered housing for comfort and finger tip control.
• New thrust bearing for drilling.
• New keyless chuck for 1/8" shank bits.
• Deluxe storage/carrying case.
• Guide Book

Two-Speed
Moto-Tool Kits

Attaches to Moto-Tool
Nos. 275, 285 and 395
only. Versatile 36" long
cable with comfortable
1/2" diameter slip-grip
handpiece allows fin-
ger-tip control to carve,
sand, polish, clean, en-
grave, cut and more.

225 Flex-Shaft
Attachment

KIT # 3962

#395
MOTO TOOL

DESCRIPTION PART#
1-DML PRICE

Screw Mandrel Is Used With Polishing Accessories 401

Mandrel To Be Used With All Cutting Wheels, Sanding Discs And Polishing Wheels 402

Screw Mandrel To Be Used With No. 427 Polishing Wheel 424

MANDRELS 1/8" SHANK

# 427 Polishing
Wheel

1/4” dia. X 7/8” long

P/N 1-DML-427
Shown Above With # 424 Screw Mandrel.
Used For Polishing Of Flat Or Curved
Metal Surfaces.

2.35

2.44

2.44

DESCRIPTION PART#
1-DML

PKG.
QTY.

DRUM SANDER 1/2" dia. , 1/8" shank 407 1

DRUM SANDER BAND 1/2" dia. coarse (60) grit. 408 6

DRUM SANDER BAND 1/2" dia. fine (120) grit. 432 6

SANDING DISC 3/4" dia. coarse (180) grit (use w/Mandrel No. 402) 411 36

SANDING DISC 3/4" dia. medium (220) grit (use w/Mandrel No. 402). 412 36

SANDING DISC 3/4" dia. fine (240) grit (use w/Mandrel No. 402). 413 36

SANDING ACCESSORIES

BRUSH ACCESSORIES (1/8" Shank)

Don't exceed 15,000 RPM

Cut-Off WheelsDREMEL®

• For slicing and cutting metal, wood and plastic.
• Cut-off wheels make it easy to cut or slot bolts, screws,

sheet metal, thin wood and plastic.
• Cut-off wheel cuts only along its edge.
• Use with #402 Mandrel.3/4" dia.

403
428
530

1/2" dia.
404
442
531

1/8" dia.
405
443
532

411
412
413

DISCS

407
DRUM

408
432

BANDS

Sold in
package qty.

MODEL DESCRIPTION PART#
1-DML PRICE

409 Hard abrasive disc with a dia of 15/16" and a thickness of 0.025" (pkg of 36). 409

420 Hard abrasive disc with a dia. of 15/16" and a thickness of 0.040" (pkg of 20). 420

426 Fiberglass reinforced disc with a dia. of 1.1/4" and a thickness of 0.045" (pkg of 5). 426

DREMEL®

High-Speed
Cutters
• High speed cutters

can be used for
shaping, hollowing,
grooving, slotting
and making tapered
holes in soft metals,
plastics and woods.

• Made from
high-speed steel.

• 1/8" Shank

MODEL DIA. PART#
1-DML

100 1/4 100
114 5/16 114
115 5/16 115
116 1/4 116
117 1/4 117
118 1/8 118
121 1/4 121
124 5/16 124
125 1/4 125
131 1/4 131
134 5/16 134
144 5/16 144
190 3/32 190
191 1/8 191
192 3/16 192
193 5/64 193
194 1/8 194
196 7/32 196
198 9/32 198
199 3/8 199

DIA.
PART# 1-DML-

NYLON BISTLE CARBON STEEL STAINLESS STEEL
3/4 403 428 530

1/2 404 442 531

1/8 405 443 532

4.93

5.32

7.11

MODEL 395 MODEL 3962

• Turns your Dremel tool
into a versatile work sta-
tion.

• Has English and Metric
depth marking.

• Allows movement up and
down and will tilt up to 90�.

• Includes storage for tools
and accessories.

• Base has English and Met-
ric marking.

PART# PRICE
1-DML-220-01

NOTE: Tool and bits not included.

16" 2-SPEED SCROLL SAW

DREMEL Model 1672 16 in. Two
Speed Scroll Saw featuring the
Quick change Blade System. Ideal
for cutting metals, plastics, hard
woods, and soft woods up to 2 in.
thick.
The 1672 Features:
• Two holders for placement of

the optional lamp.
• Convenient dust port for

vacuum hose attachment.
• 12 in. round, cast aluminum ta-

ble.
• Direct drive induction motor

with two speeds.
Low speed: 890 strokes per
minute.
High speed: 1790 strokes per
minute. 3/4 in. blade stroke.

• Adjustable 45° tilt table locks in
position (0-45°) for accurate
bevel cuts. Cuts 2 in. thick ma-
terial at 0° and 1 in. thick mate-
rial at 45°.

• Sawdust blower keeps cutting
area free of sawdust for more
accurate cutting.

• Accepts both pin and plain end
blades.

• Overall dimensions 27.5L x
14.5/8W x 14.3/4H.

• Weight 45 lbs.
Model 1672 Scroll Saw
Includes:

• A quick change blade adapter
and t-wrench.

• Two plain-end blade adapters.
• A selection of 13 blades
• Two allen wrenches

DESCRIP-
TION

PART#
1-DML PRICE

SAW # 1672 1672

NOTE: Variable Speed, 18"
Capacity Saw, Model
1830-01 Available. Please
inquire.

83.15 116.55

51.73

34.56

221.00
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PHASE-A-MATIC STATIC
PHASE CONVERTERS

PHASE CONVERTERS

IMPORTANT: HOW TO ORDER. . .

� CAUTION: Do not order a larger size Phase-A-Matic or Heavy Duty
Series thinking it will give you more H.P.

� The Phase-A-Matic H.P. range is determined by the maximum or mini-
mum starting current applied to it any one time.

� Do not add the H.P. of the power feed, coolant pump, etc. These rely on
the generator effect of the main motor.

� The only time you would add the H.P. of two or more motors together
would be if they always started at exactly the same time.

� 2-speed motors are dual H.P.’s select the Phase-A-Matic with maxi-
mum & minimum H.P.’s. To fall within or very close to the maximum
& minimum H.P. of the motor. Example: A-1.1/2 H.P. 3600 RPM mo-
tor is 3/4 H.P. at 1800 RPM.

� For 440V operation consult factory for advice.

WHEN TO USE HEAVY DUTY SERIES
PHASE-A-MATIC

� Lathes above 3 H.P. not fitted with a clutch.

� Air compressors, the motor pulley diameter must also be reduced by
1/3 or a 50% larger motor can be fitted.

� Long heavy starting cycles, frequent starting, frequent instant revers-
ing, or unattended motors or equipment.

� If jogging is required or if there is a good chance of the motor being
stalled during use.

GUARANTEED 12 MONTHS

Designed especially for
running 3-Phase 220-V

Machines Tools & Motors on
single phase 220-V power.

REGULAR DUTY (S.P. SERIES)
PHASE-A-MATIC

HEAVY DUTY (H.D. SERIES)
PHASE-A-MATIC

SERIES I PHASE
CONVERTER
Permits Operation Of 220 Volt
3 Phase Motors On 220 Volt
Single Phase Current

STANDARD DUTY
ROTARY TYPE
PHASE CONVERTER
Rotary Phase Converter At An
Economy Price. Produces Continuous
3 Phase Power To 220 Volt
3 Phase Motors From 220 Volt Single
Phase Current.

MODEL
NO. H.P. PART#

8-435 PRICE

30A 3 8100-052
50A 5 8100-053
75A 7.1/2 8100-054
100A 10 8100-055

H.P.
RANGE

PART#
8-435 PRICE

1/4 to 1/2 1100
1/2 to 1 1200
1 to 3 1300
3 to 5 1400

5 to 7.1/2 1500
7.1/2 to 10 1600

Your selection must be based
on the largest motor to be oper-
ated. This converter is de-
signed to operate total HP
loads up to 2 times the name-
plate rating.

ARCO 3-PHASE
STATO-PHASE
2 YEAR WARRANTY
• Designed to operate one motor of a

medium load.
• Motor loads of 75-85% can be ob-

tained with the Stato-Phase.
• Installation is quick and easy.
• Duty cycle of the motor should be

limited.
• Provides current to all 3 leads of the

motor.
• Also available in 460 volt.

ARCO ROTO-PHASE
ROTARY TYPE PHASE CONVERTER

ROTO-PHASE I
STANDARD DUTY

OPEN DRIP PROOF*

SPECIFY
230 OR 460 VOLT

5 YEAR WARRANTY
• Generates three phase power.
• Instant reversing cycles efficiently per-

formed.
• Multi-speed motors operate equally

well.
• Motors may be either Wye or Delta con-

nected.
• No motor modification is required.
• Multiple motors operate from one unit.
• Numerous successful applications

such as welders, computers, CNC, etc.
• Specific models for CNC also available.

This unit is the recognized leader
and standard of quality, perfor-
mance, dependability, and economy
since 1964. All rotary and static
phase converters are usually
graded, as a matter of custom,
against the standard duty
Roto-Phase I because of its leader-
ship and reputation. Roto-Phase I is
a general purpose multi-motor gen-
erating system, operating a number
of 3-phase motors having moderate
starting torques. Where the largest
motor operated equals the HP rating
of the Roto-Phase all additional mo-
tors should be of lesser horsepower.

MODEL
NO.

H.P.
RANGE

PART#
1-835 PRICE

P-A-M-100 1/3 to 3/4 001
P-A-M-200 3/4 to 1.1/2 002
P-A-M-300 1 to 3 003
P-A-M-600 3 to 5 004
P-A-M-900 4 to 8 005

MODEL
NO.

H.P.
RANGE

APPROX.
WEIGHT

PART#
1-835 PRICE

P-A-M-100-H.D. 1/3 to 3/4 4 LBS 006
P-A-M-200-H.D. 3/4 to 1.1/2 4 LBS 007
P-A-M-300-H.D. 1 to 3 4 LBS 008
P-A-M-600-H.D. 3 to 5 4 LBS 009
P-A-M-900-H.D. 4 to 8 5 LBS 010
P-A-M-1200-H.D. 8 to 12 5 LBS 011
P-A-M-1800-H.D. 12 to 18 20 LBS 012
P-A-M-3600-H.D. 20 to 30 30 LBS 013
P-A-M-5000-H.D. 30 to 50 50 LBS 014

MODEL
NO. H.P. PART#

0-000 PRICE

S1 1/4 195
S2 1/2 200
S3 3/4 205
S4 1 210
S5 1.1/2 215
S6 2 220
S7 3 225
S8 5 230
S9 7.1/2 235
S10 10 240
S11 15 245
S12 20 250
S13 25 255
S14 30 260
S15 40 265
S16 50 270

MODEL
NO.

LARGEST
MOTOR

REC.
H.P.
CAP.

PART#
0-000 PRICE

MF 1 3 005
MG 1.1/2 5 010
M 3 7 015
A 5 12 020
R 7.1/2 17 025
B 10 25 030
C 15 40 035
G 20 50 040
P 25 65 045

PKT 30 70 050
PKO 40 70 055
K-2G 50 100 060
Y-2P 60 110 065
L-2S 75 125 070
W-3P 100 150 075

99.00
111.00
123.00
144.00
177.00

132.00
147.00
165.00
198.00
240.00
333.00
615.00
837.00

1257.00

126.00
136.50
147.00
168.00
204.75
225.75

582.75
677.25
924.00

1076.25

257.00
258.00
262.00
287.00
310.00
313.00
406.00
412.00
526.00
612.00
952.00

1558.00
1915.00
2329.00
2772.00
3462.00

568.00
716.00
870.00

1152.00
1660.00
1960.00
2794.00
3742.00
4186.00
4442.00
4969.00
7383.00
8303.00

10176.00
12454.00

* Available also in totally enclosed
fan cooled. Please inquire.
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SHOP TAP MACHINES
Shop-Tap is a machine for all general purpose
tapping. It permits you to tap from very small
taps up to large taps and virtually eliminates the
danger of tap breakage due to worn taps. The
Shop-Tap arm with lubricated for life, impreg-
nated bushings at all swivel points, provides
“weightless” operation and permits the opera-
tor to bring the tap to the hole with ease.

Machines come complete with:
• Parallel arm with 57” reach
• Air preparation unit with mist lubricator, wa-

ter trap, pressure gauge and regulator
• Air driven motor
• Quick change tooling adaptor
• Optional accessories available

MODEL
P/N: WIL-

MOTOR
(RPM)

TOOLING
STYLE

TORQUE AT
90 PSI

MAXIMUM CAPACITY RANGE
MILD STEEL ALUMINUM

ST400B 400 RPM B-Style 29.0 ft. lbs. 9/16” Tap 1” Tap

ST800B 800 RPM B-Style 17.0 ft. lbs. 3/8” Tap 5/8” Tap

ST1000B 1000 RPM B-Style 9.5 ft. lbs. 5/16” Tap 7/16” Tap

UNIVERSAL ECONOMY TAP
MACHINE

Universal Economy-Tap is a medium duty, gen-
eral purpose tapping machine, suitable for tap-
ping up to 9/16” taps in mild steel. The Universal
Economy Tap utilizes a unique single articulating
arm design that permits tapping as close as six
inches to the vertical mounting bracket. This fea-
ture provides a large work envelope even in con-
fined work areas.

Machines come complete with:
• Parallel arm with 36” reach
• Air preparation unit with mist lubricator,

water trap, pressure gauge and regulator
• Air driven motor
• Quick change tooling adaptor
• Optional accessories available

MODEL
P/N: WIL-

MOTOR
(RPM)

TOOLING
STYLE

TORQUE AT
90 PSI

MAXIMUM CAPACITY RANGE
MILD STEEL ALUMINUM

UET400B 400 RPM B-Style 29.0 ft. lbs. 9/16” Tap 9/16” Tap

UET800B 800 RPM B-Style 17.0 ft. lbs. 3/8” Tap 1/2” Tap

UET1000B 1000 RPM B-Style 9.5 ft. lbs. 5/16” Tap 7/16” Tap

UNIVERSAL TAP MODULAR SYSTEM

Universal Tap Modular system is a new con-
cept in the use of tapping machines. Using a
single air driven motor, six (6) different speed
modules are available for tapping up to 7/8”
in mild steel, and one speed module is avail-
able for drilling.

Machines come complete with:
• parallel arm with 43” reach
• Air preparation unit with mist lubricator,

water tap, pressure gauge and regulator
• Adjustable arm tension for “weightless”

operation
• Air driven motor
• Universal Tap modular system for rapid

speed changes from a single speed air
motor

MODEL
P/N: WIL-

MOTOR
(RPM)

TOOLING
STYLE

TORQUE
AT 90 PSI

MAXIMUM
CAPACITY RANGE

MILD
STEEL

ALUMI-
NUM

UTM* Universal-Tap-Modular Arm - - -
UM80 Drive Module 80 RPM WF2 45 ft. lbs. 7/8” Tap 1” Tap
UM160 Drive Module 160 RPM WF2 22.5 ft. lbs. 3/4” Tap 7/8” Tap
UM250 Drive Module 250 RPM WF1 14.5 ft. lbs. 5/8” Tap 11/16” Tap
UM525 Drive Module 525 RPM WF1 7 ft. lbs. 7/16” Tap 9/16” Tap
UM725 Drive Module 725 RPM WF1 5 ft. lbs. 3/8” Tap 7/16” Tap
UM1000 Drive Module 1000 RPM WF1 3.5 ft. lbs. 1/4” Tap 3/8” Tap

*When ordering a UTM Universal-Tap Modular, you must also order a Drive Module

Model UTM
Shown with optional

Bench Clamp and Table

Model
UET400B

Model
ST400B

BENCH MODEL BOX & PAN BRAKES

• Incorporates all the features
of JET’s standard hand brakes
but with greater range of ap-
plications

• With fingers installed it can be
used as full-length nose bar,
turning the machines into a
straight bending brake

• Sectioned fingers are
easily removed for box
bending and special
forming operations

• Total of 16 assorted
size section fingers

Optional Accessory
• Floor stand - JET-754200

Part #: JET- 754122
Model: BP-2248N
Capacity (Mild Steel Ga): 22
Bending Length Capacity (in): 48
Max. Box Depth (in): 3
Max Lift of Beam (in): 7/8
Beam Adjustment (in): 1/8
Number @ Width of Fingers (in): 5@2, 6@3, 5@4
Finger Nose Angle: 45°
Finger Nose radius (in): 1/32
Overall Dimensions (LxWxH/in): 61 x 21 x 28

FOOT SHEARS

• Ideal for precision shearing of
mild steel up to 16 gauge

• Can also be used on alumi-
num, brass, copper, lead, plas-
tic and zinc

• Two-way blade
configuration provides
twice the cutting life

• Upper blade is 2-way;
bottom blade is 1-way

• 2° angle cutting edge;
1° face relief

Part #: JET- 754652
Model: FS-1652N
Capacity (mild steel Ga): 16
Shearing length Capacity (in): 52
Back Gauge Capacity (in): 25.1/2
Front Gauge Capacity (in): 28
Overall Dimensions (LxWxH/in): 62.1/2 x 21.1/4 x 41.1/2

HYDRAULIC SHOP PRESSES

• For pressing, bending and straightening operations
• Easy-to-use, hand-operated with pressure gauge for direct pressure readings
• Tablesraiseandlowereasilywithuseofhandcrankonthe15,35 and60 tonmodels
• Side frames are open for inserting long material
• Fast setup ram extension screw
• Ram moves laterally for added versatility (15 and 35 ton models)

Standard Equipment
• Two bed plates and pump handles
• Straightness testingsupportusescentersorv-blocksonthe15,35 and60 tonmodels
• Auxiliary hand press (HP-60)
• Two speed ram (HP-60)

Part #: JET- 331416 331460
Model: HP-15A HP-60
Capacity (tons): 15 60
Ram Diameter (in): 2.1/2 5
Piston Stroke (in): 4.1/2 5.1/2
Screw Stroke (in): 3.1/8 4
Work Table (in): 24.3/4 x 7.1/2 44.1/2 x 8
Lateral Movement (in): 10.3/16 -
Vert Table Travel (in): 22.3/16 29.1/2
Auxiliary Hand Press (lbs): - 1,000
Base Size (in): 33.7/8 x 29.1/2 43.1/2 x 55.1/2
Height (in): 65 78
Net Weight (lbs): 431 1,570

331416

• Capable of shearing sheet steel, steel bars and
rods plus many non-metallic materials

• Replaceable high quality stainless steel blades
are hardened and tempered for maximum
service life

• An adjustable hold down clamp aids in
securing material

• Compound leverage allows the operator
to easily perform work within shears’
rated capacity

• Includes 35.1/2” handle

HAND SLITTING SHEARS

Part #: JET- 754108K

Model: SS-8N

Sheet capacity (mild steel/in): 3/16

Flat capacity (mild steel/in): 2.3/4 x 1/4

Round capacity (mild steel/in): 1/2

Blade Length (in): 8

Overall Dimensions (LxWxH/in): 17 x 7 x 17
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H.P. PHASE R.P.M. WEIGHT PART#
9- PRICE

1/3 1 3450 28 612

R.P.M. VOLTS PHASE WEIGHT PART#
9- PRICE

1725 115/230 1 106 *8100W

3450 115/230 1 106 *8107W

575 volt models available. * Supplied with three conductor cord and plug.
** Furnished without start and stop switch.

H.P. PHASE R.P.M. WEIGHT PART#
9- PRICE

1/4 1 1725 46 632E

1/3 1 3450 42 612E

1/3 1 3450 46 623E

H.P. VOLTS PHASE WEIGHT PART#
9- PRICE

1 115/230 1 133 *1022W

1.1/2 208-230/460 3 128 **1021W

1.1/2 575 3 128 **105W

* Supplied with switch but without cord and plug.
** Furnished without start and stop switch.

R.P.M. VOLTS PHASE WEIGHT PART#
9- PRICE

1725 115/230 1 81 7306

3450 115 1 80 712

3450 115/230 1 81 7307

1725 208-230/460 3 81 7308

3450 208-230/460 3 81 7309

R.P.M. VOLTS PHASE WEIGHT PART#
9- PRICE

1725 115/230 1 126 *8100WD

3450 115/230 1 126 *8107WD

Above units supplied with water pot tool tray and 2 lighted eyeshields wired through grinder
switch on single phase units only to turn lights on and off with grinder.
* Supplied with three conductor cord and plug.
** Furnished without start and stop switch.

R.P.M. VOLTS PHASE WEIGHT PART#
9- PRICE

1725 115/230 1 96 7306D

3450 115/230 1 96 7307D

3450 208-230/460 3 96 7309D

H.P. VOLTS PHASE WEIGHT PART#
9- PRICE

1 115/230 1 148 *1022WD

Above units supplied with water pot tool tray and 2 lighted eyeshields wired through grinder
switch on single phase units only to turn lights on and off with grinder.
* Supplied with switch but without cord and plug.
** Furnished without start and stop switch.

H.P. VOLTS PHASE WEIGHT PART#
9- PRICE

2 115/230 1 240 1217W

3 208-230/460 3 240 1216W

3 575 3 240 129W

BALDOR
HEAVY-DUTY GRINDERS AND BUFFERS FOR
EVERY COMMERCIAL AND INDUSTRIAL USE
DESIGNED TO OSHA STANDARDS

6 INCH
115 volts, 60 HZ., supplied with
three conductor cord and plug.
Two Grinding Wheels:
6" x 3/4 x 1/2" - 36 & 60 grit.

8 INCH INDUSTRIAL
3/4 H.P. 60 HZ.,
Two Grinding Wheels:
8" x 1" x 3/4" - 36 & 60 grit.

6 INCH DELUXE
115 volts, 60 HZ., supplied with
three conductor cords and plug.
Two Grinding Wheels:
6" x 3/4 x 1/2" - 36 & 60 grit.

632E AND 623E supplied with cast iron tool rests.
612E supplied with pressed steel tool rests.

10 INCH INDUSTRIAL
60 HZ, 1725 RPM., Two Grinding Wheels - 36 & 60 Grit.

7 INCH
1/2 H.P., 60 HZ.
Two Grinding Wheels:
7" x 1" x 5/8" - 36 & 60 grit.

712 supplied with pressed steel tool rests as pictured.
7306, 7307, 7308 and 7309 supplied with cast iron tool rests.

8 INCH INDUSTRIAL
DELUXE

10 INCH INDUSTRIAL DELUXE
60 HZ, 1725 RPM., Two Grinding Wheels: 10 x 1 x 7/8 - 36 & 60 Grit.

12 INCH HEAVY DUTY
Arbor - 1.1/4" x accomodates wheels up to 2.1/4" wide. All units are 60 HZ., 1725
RPM, and supplied with manual starter and lighted eyeshields but without
wheels unless specified.

7 INCH DELUXE
1/2 H.P., 60 HZ
Two Grinding Wheels:
7 x 1 x 5/8 - 36 & 60 grit.

7306DP, 7308DP, & 7312B supplied with edge tool grind-
ing attachment as pictured.
7306D, 7307D and 7309D furnished without edge tool
grinding attachment.

256.00

359.00

318.00

359.00

489.00

379.00

489.00

489.00

489.00

3/4 H.P. 60 HZ.
Two Grinding Wheels:
8" x 1" x 3/4" - 36 & 60 grit.
8100WD and 8100WD supplied as
pictured.
8102WD and 8123WD furnished
without start and stop switch.

6" x 48" COMBINATION
BELT & 10" DISC

SANDERStandard Features
• 6”x48” Belt
• 10” Disc
• Two cast iron tilting tables for mitering applica-

tions
• Full access to the belt when tilted in the horizontal

position
• Dust collection shrouds on belt and disc
• Quick-release tension mechanism makes belt

changes quick and easy
• Enclosed base protects motor from sanding dust

Model 4210K (P/N: WIL-4210K)
1 HP, 115V, 1 PH, combination with stand, 225 lbs.

• Fully machined, balanced disc runs vibration free
• Easy to read scale shows exact degree of table tilt
• Large cast iron ribbed table
• Table tilts to 45° out, 20° in
• Miter gauge
• Heavy duty one piece steel stand
• Optimum speed of 1960 RPM

MODEL
P/N: WIL- DESCRIPTION

4400A 1.1/2 HP TEFC motor, 115/230V, 1
PH, push button switch

4401A 1.1/2 HP TEFC motor, 220V,
3 PH, push button switch Model

4400A

12" DISC SANDER

Model 4200A (P/N: WIL-4200A)
1.1/2 HP TEFC motor, 115/230V,
1 PH, push button switch, 282 lbs.

Model 4202A (P/N: WIL-4202A)
1.1/2 HP TEFC motor, 230V, 3 PH,
push button switch, 282 lbs.

6" x 48"
COMBINATION
BELT & 12"
DISC SANDER

630.00

630.00

630.00

788.00

788.00

900.00

900.00

1006.00

992.00

992.00

1152.00

2397.00

2344.00

2344.00
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H.P. VOLTS PHASE H.Z. RPM WHEEL
DIA. WEIGHT PART#

9- PRICE

1/3 115 1 60 3450 6 27 662

1/3 115 1 60 3450 6 41 662E

1/3 115 1 60 3450 6 45 673E

1/2 115 1 60 3450 7 67 762

1/2 115/230 1 60 3450 7 72 7351

3/4 115/230 1 60 3450 8 103 8250W

3/4 230/460 3 60 3450 8 103 8252W

Grinder buffers supplied with 1 grinding wheel & 1 wire brush.

H.P. VOLTS PHASE H.Z. RPM SHAFT
DIA. WEIGHT PART#

9- PRICE

1/3 115 1 60 3450 1/2 24 111

3/4 115/230 1 60 1725 3/4 65 332B

3/4 115/230 1 60 3450 3/4 65 333B

1.1/2 115/230 1 60 3450 7/8 75 410B

1.1/2 208-230/460 3 60 1725 7/8 75 409B

1.1/2 208-230/460 3 60 3450 7/8 75 412B

† Specify voltage when ordering - supplied with magnetic starter.

PART#
9- PRICE

GA16

GA14

GA20

GA9S

GA9

GA11

GA10

GA4

GA3

GA24

BALDOR GRINDERS AND GRINDER BUFFERS
Designed to OSHA Standards
GRINDER-BUFFERS - 6, 7 & 8 INCH

BUFFERS

ACCESSORIES
GA16 Pedestal
GA16 for 6", 7", 8" and 10" grinders.
1/4 H.P. through 1.1/2 H.P. buff-
ers, belt grinders and carbide
grinders. Ht. 32.7/8", Base 15.3/4"
wide by 14" deep. Wt. 60 lbs.

GA9S Lighted Type
Eyeshield with On and Off
Switch Pair
U.L. approved
GA9 Lighted Type Eyeshield
Pair
U.L. and C.S.A. approved. Fits
Baldor grinders 6" thru 14" and
many grinders of other makes.
Accomodates 60 watt bulb. Wt. 6
lbs.

GA11 Eyeshield, Pair
Plexiglass size 6" x 4". Fits Baldor
grinders 7" through 14" and many
grinders of other makes. U.L. and
C.S.A. approved.
GA10 Eyeshield, Pair
Plexiglass size 5" x 4". Fits Baldor 6"
grinders. U.L. and C.S.A. ap-
proved.

256.00

318.00

359.00

379.00

489.00

788.00

763.00

286.00

563.00

563.00

734.00

717.00

717.00

GA14 Pedestal
GA14 for 6", 7", 8" & 10"
grinders.
Carbide grinders & 1/2
thru 1.1/2 H.P. buffers.
Formed Steel
Height 34.1/2"
Wt. 47 lbs.

GA4 Tool Tray
for GA20 Pedestal

GA3 Water Pot
For GA20 Pedestal

GA24 Water Pot
Fits any grinder that has
guard cover. Capacity
1.1/2 pts.

GA20 Pedestal
GA20 for 8", 10", 12" &
14" Grinders and 1 thru
10 H.P. Buffers.
Height 30"
Base 20" wide by 17"
deep
Wt. 125 lbs.

Buffers meet OSHA regulations if metal wheel covers, exhaust duct and dust
collectors are added to the installation. Price does not include GA20 Pedestal.

VOLTS PHASE WEIGHT PART# 9- PRICE
115 1 110 *500

208-230/460 3 110 510

WHEELS AND ACCESSORIES

FACE GRIT TYPE PART# 9- PRICE

1.1/2 60 SILICON CARBIDE C61

1.1/2 120 SILICON CARBIDE C121

1.1/2 46 ALUMINUM OXIDE S46

1.1/2 60 ALUMINUM OXIDE S61

WHEEL DRESSER WITH DIAMOND NIB GA8

DIAMOND AND NIB FOR GA8 GA7

CARBIDE GRINDER All units rated 1/2 H.P. - 60 H.Z., 3450 RPM

Accomodates cup wheels 6" dia. 1.1/2" face; recessed 4" dia. 1" deep steel-backed 1.1/4" hole.

* Supplied with three conductor cord and plug. GA8 Dresser accomodates Diamond Tool NIB. 7/16" Diameter 1" long.

VOLTS PHASE WEIGHT PART#
9- PRICE

115 1 110 *522

208-230/460 3 110 532

* Supplied with three conductor cord and plug.

DIAMOND WHEEL TOOL GRINDER
1/2 Horsepower • 3450 RPM • 60 Hertz

1126.00

1126.00

101.00

101.00

100.44

100.44

111.00

67.00

1266.00

1266.00

324.00

244.00

575.64

151.00

136.00

44.00

40.00

59.40

58.32

35.00
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PART#
1-829 PRICE

BGS-1

DUST COLLECTOR

• Features
quick-connect
collection bags
with elastic
band for easy
installation - no
straps required.

PART# PRICE
JET-708639

PART # JET-708639

Model DC-1100A

Blower Wheel Diameter (in) 11

Sound Rating @ 3 ft. 70-80 dB

1-Hose Connection Dia. (in) 6

2-Hose Connection Dia. (in) 4

Bag Diameter (in) 20

Filter Bag/Canister Length (in) 46

Collection Bag Length (in) 30

Collection Bag Capacity (cu. ft.) 7.36

Air Flow @ 4” (CFM) 1,100

Particle Size 30-Micron

Static Pressure (inch of water) 11.5

Velocity @ 4” (FPM) 12,571

Overall Dimensions (LxWxH/in) 37 x 20 x 79

Motor (TEFC)
1.1/2HP, 1 Ph,
115/230V,
Prewired 115V

Net Weight (lbs) 115

HP RPM MOTOR PART#
9-88 PRICE

1/2 3450 115V/1 PHASE 5080000

CARBIDE TOOL GRINDER

PART#
1-829 PRICE

B-6

PART#
1-829 PRICE

B-8

6” & 8” BENCH GRINDERS
6", 1/2-H.P. BENCH GRINDER U.L. Approved
110-volts, 60-cycles. 3450-RPM. Single phase.
Direct drive motor 1/2HPT, no brushes or belts
to adjust or replace. Permanently lubricated
motor bearings.

8", 3/4-H.P. BENCH GRINDER
115-volts. 60-cycles. 3450-RPM. Single phase.
Grinding wheels 8 x 1 x 3/4. Base 9 x 6.
Width 18". Height 12". Weight 49 lbs.

Uses standard 6 x 1 x 1.1/4 plate mounted green silicon
carbide wheels; also takes diamond wheels. Adjustable
light swings over either wheel. Precision built to do pre-
cise grinding - easy to operate. Vibration is virtually elimi-
nated - armature dynamically balanced: wheel mount
very close to oversize 04 ball-bearings; extra heavy 3/4"
diameter shaft.

Single phase grinder powered with capacitor run motor,
no auxiliary moving parts - won't burn out even under re-
peated overloading. Protractor type tool support sets in
slot of big 12 x 6.3/4 tool tables. Protractor at each end of
grinder indicates angle (up to 45°) of tiltable tool tables.
Water pot with spout and faucet - can be mounted over ei-
ther wheel on support provided on both guards; two large
water pans. Shipping weight 110 lbs.

For grinders, vises, motors.
31" high from the floor

to the table. Includes base,
column and table.

PART#
1-828 PRICE

2414 241.50

14" CUT-OFF SAW • easy cutting action in steel
and cast iron

• powerful 13 AMP hi-tech
motor

• 3800 RPM for fast effi-
cient, clean cutting

• lightweight for easy
transporting

• AC/DC switch
• vise assembly holds stock

securely at up to a 45" an-
gle

• powerful 13 AMP hi-tech
motor for easy cutting ac-
tion in steel and cast iron

• 2300 RPM for fast, effi-
cient, and clean cutting

• 16" wheel diameter for
greater cutting capacity

• solid gripvise holds stock
up to 9.3/8"

• AC/DC switch

(IMPORT)

PEDESTAL
UTILITY
STAND

INDUSTRIAL BENCH GRINDERS

• UL Listed
• Totally enclosed, pre-lubri-

cated ball bearings
• Heavy-duty

guarded toggle switch on 8"
and 10"

• Rubber mounts prevent
movement

PART# JET- 577101 577102 577103
MODEL NUMBER JBG-6A JBG-8A JBG-10A

SHAFT DIAMETER (in) 1/2 5/8 1

WHEEL DIAMETER
(in/dia.x W)

6 X 3/4 8 X 1 10 X 1

WHEEL SPEED (RPM) 3450 3450 1725

WHEEL GRITS 36/60 36/60 24/46

MOTOR 1/2 HP, 1 Ph, 115V 1HP, 1Ph, 115 1.1/2HP, 1Ph, 115V

OVERALL DIMENSIONS
(in/LxWxH)

18 X 8.1/2 X 10.1/2 19 X 10 X 12.1/2 24.1/2 X 13 X 12.1/4

NET WEIGHT (lbs) 32 54 110

PRICE

358.20

55.16

78.86

67.43

413.25

122.55 170.05 341.05

2" BELT SANDER 1/2 HP

MODEL 2FSM
• 2 x 48" Belt
• Direct Drive 1/2

HP Motor
• Tilt Table
• Full Hinged

Guard for quick
belt change

• 48 lbs.

4" ALL PURPOSE
1/2 HP BELT SANDER

MODEL S4S
• 4 x 36" Belt
• Use in vertical or

horizontal position
• 1/2 HP TEFC motor

1 PH
• Easy opening side

door for belt change
• 50 lbs.

PART#
2-002 PRICE

2FSM
PART#
2-002 PRICE

S4S
385.00

575.00

KALAMAZOO INDUSTRIES, INC.

Two machines in one - versatile, eco-
nomical. 7" bench grinder, 1/2 HP,
110 Volt, with a two-way belt sander -
use in vertical or horizontal position.
Has 2" x 48" belt, tilt table, contact
wheel, removable platen.
• 50 lbs.

PART#
2-002 PRICE

2SK7 595.00

COMBINATION
GRINDER/SANDER

STANDARD EQUIPMENT
• Cast iron wheel guards and dust vents
• One-piece quick adjusting spark guards
• Large eye shields with quick adjustment
• Adjustable tool rests
• Fine and coarse vitrified grinding wheels included
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20” VARIABLE SPEED
DRILL PRESS

• UL Listed Motor
• Variable spindle speeds
• Spindle speeds are easily changed

by means of a front-mounted dial
• Large production table and base
• Easy-to-read internal depth gauge

Standard Equipment
• T-slotted worktable
• Internal depth stop
• Tapping and reversing con-

trols on JDP-20VS-3 only

354203

Stock Number (JDP-20VS-1): P/N: JET- 354201
Stock Number (JDP-20VS-3/230): P/N: JET- 354203
Stock Number (JDP-20VS-3/460): P/N: JET- 354204
Models: JDP-20VS-1 &

JDP-20VS-3
Cast Iron Drilling Capacity (in): 1.1/2
Steel Drilling Capacity (in): 1.1/4
Cast Iron Tapping Cap’y (JDP-20VS-3 only): 3/4
Column Diameter (in): 4
Max. Distance Spindle to Column (in): 10
Spindle Travel (in): 6.1/2
Spindle Distance to Base (in): 39
Spindle Distance to Table (in): 28.1/2
Table Size (in): 22 x 19.1/2
Table Travel (in): 20
T-Slots, Number & Size (in): 2&5/8
T-Slots Centers (in): 8.7/8
Work table Capacity (lbs): 110
Spindle Taper: MT-3
Range of Spindle Speeds (JDP-20VS-1,RPM): 300-2,000
Range of Spindle Speeds (JDP-20VS-3,RPM): 200-2,000
Base Size (in): 26 x 19
Base Work Table (in): 13x15.1/2
Motor (JDP-20VS-1): 1.1/2HP, 1PH,

115/230V,
Prewired 230V

Motor (JDP-20VS-3): 3HP, 3 Ph, 2-speed
230V or 460V Only

Overall Height (in): 69
Net Weight JDP-20VS-1/JDP-20VS-3 (lbs): 720/740

3500118K
Shown with
optional stand
(350045)

Optional Accessories
• Stand with enclosed shelf (350045)

31.1/4”L x 23.1/4”W x 28”H
• Table power feed attachment (350085)

(JMD-18 and JMD-18PFN only)

DRILL/MILL
MACHINES

• Extra large
worktable

• Heavy-duty power
downfeed with
manual fine feed
(JMD-18PFN only)

• Hinged belt cover
allows faster speed
changing

• Heavy-duty
tapered
roller bearings
support the spindle

• Satin finish easy-to-read dials
• Worklamp
• JMD-18PFN has 3 power downfeeds;

the range of downfeeds (per/rev) are
0.004”, 0.007”, and 0.01”

Standard Equipment
• Worklamp
• Adjustable carbide facemill
• Drill press angle vise
• 1/2” drill chuck
• Chuck arbor
• Draw bar

Part #: JET- 350017 350020
Model: JMD-15 JMD-18PFN
Drilling Capacity (in): 1 1.1/4
Face Mill Capacity (in): 2.1/2 3
End Mill Capacity (in): 1/2 3/4
Max. Distance Spindle to Table (in): 15 26
Spindle Taper: R-8 R-8
Spindle Travel Manual (in): 3.1/2 5
Spindle Travel Auto (in): - 4.1/4
Quill Diameter (in): 2.1/2 3
Number of Spindle Speeds: 12 12
Range of Spindle Speeds (RPM): 110-2,580 150-3,000
Max. Table Travel (in): 14 24
Cross Travel (in): 6 7
Working Surface of Table (in): 7.1/2x23 9.1/2x31.3/4
T-Slots, Number & Size (in): 4 & 9/16 4 & 5/8
T-Slot Centers (in): 1.13/16 1.13/16
Base Dimensions (in): 12.1/2x19.3/4 15.3/4x23.3/4
Motor (UL Listed); 1 HP, 1 Ph, 115/230V,

Prewired 115V
2 HP, 1 Ph,
230V only

Overall Dimensions (LxWxH/in): 36.1/2x37.1/2x35.1/2 42.1/2x39.3/4x51.1/2
Net Weight (lbs); 440 700

1 PHASE 3 PHASE

DESCRIPTION WEIGHT PART#
2-001 PRICE PART#

2-001 PRICE

BENCH SAW-SWIVEL VISE 120 K10B1 K10B3

SAW-SWIVEL VISE-STEEL STAND 165 K10S1 K10S3

SAW-CHAIN VISE-STEEL STAND 170 K10SF1 K10SF3

SAW-SWIVEL VISE-STEEL STAND
WITH TRAY TOP (WET)

190 K10SW1 K10SW3

835.00

984.00

1170.00

2795.00

825.00

974.00

1160.00

2795.00

The big capacity KI 10" has the weight, power, &
built-in accuracy for all round versatility, long ser-
vice life. Quick-lock swivel vise opens 4" - adjust-
able work length stop, down stop and dust chute
are standard equipment. Available with heavy
steel floor stand and foot-operated chain vise (in
place of swivel vise). All models - ready-to-cut -
with 3 HP TEFC motor (110/220V
1-phase or 220/440V 3 phase - please specify),
switch, vise, 10" wheel (5/8" bore).

KALAMAZOO INDUSTRIES
10" SAWS - 3 HP -
1PH OR 3 PH

8”x13” Wet Cutting Horizontal
Band Saw

This saw is built to deliver fast, accurate cutting on all
types of material. Heavy duty, rigid steel and cast iron
construction of the head, and base provides full blade
support and eliminates vibration and deflection.

• Hydraulic feed system

• Quick acting vise which
allows angle cutting to 45°

• Oil bath, gear reduction
power train & precision
blade guides

• Automatic shut-off when
cut is complete

• Recirculating coolant system

• Capacity: 8.1/2 round
8.1/2 x 13 rectangular

PART # DESCRIPTION
WIL-7015 8”x13” Wet Metal-cutting

Band Saw, 1.5HP, 1ph,
115/230V motor with
hydraulic feed, 618 lbs.

10”x16” Horizontal Band Saw

• Exclusive 6 contact point ball
bearing and carbide blade
guides

• Dual guide arms on a preci-
sion dovetail for greater
strength and accuracy

• Patented 3 jaw rapid acting
vise for miter cuts

• Exclusive swivel control
panel allows operator to run
the machine from the front or
the back.

• Variable speed drive system

• Hydraulic feed control

• Recirculatingcoolantsystem

• Easy top load blade changes

• Blade tension indicator

• Safe ergonomic design

PART # DESCRIPTION
WIL-7020 10”x16” 1.5HP,115/230V motor,

1PH, 900 lbs

WIL-7040 2HP, 220/440V motor, 3PH, 900 lbs.

Model
7015

Model
7020/7040
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Combination Wood/Metal
Vertical Band Saws

Wilton’s Combination Vertical Band saw is spe-
cially designed to effectively cut a variety of ma-
terials including wood, plastic, bakelite,
composites, ferrous and non-ferrous metals.
Versatile and dependable, this premier saw is
capable of contour cutting, straight cutting and
resawing.
• Cast Iron frame
• Solid, one-piece steel base for

extra stability
• Mitre guage
• Dust chute
• 39 to 3300 SFPM (wood/metal model)
• 90 to 340 SFPM (vari-speed model)

PART # DESCRIPTION
WIL-8201K 14” Wood/Metal Vert. Saw, 3/4HP,

115V, 1PH, machine in 2 boxes.
Some assembly required

WIL-8203K Same as 8201K except 220/440V, 3PH

WIL-8201VS 14” Metal Vert. Saw, Vari-speed, 1HP,
115V, 1PH, machine in 2 boxes.
Some assembly required.

WIL-8203VS Same as 8201 except 220/440V, 3PH

9” & 10” Horizontal Band Saws

Standard Equipment
• Automatic shut-off after cut
• Complete coolant system
• Carbide blade guides with rollers
• Bi-metal 4/6 T.P.I. saw blade
• Adjustable material stop

Vertical 14” & 20” Band Saws
Wilton’s Heavy Duty Vertical Band Saws are a must when the job calls contour sawing,
beveling, slicing, ripping, stack cutting.
• Two models to choose from:

8020-low speed for ferrous metals
8120-high speed for ferrous, non-
ferrous, plastics and composite materials

• Adjustable work lamp
• Built-in chip blower
• Chip tray
• Blade speed and pitch selector
• Adjustable carbide blade guides
• Rip fence

PART # DESCRIPTION
WIL-8014 14” Vertical Band Saw, 1HP, 3PH, 220/440V

motor, 115 at switch, 98’-394 ft/min.
magnetic starter. 709 lbs.

WIL-8020 20” Vertical Band Saw, 2HP, 3PH, 220/440V
motor, 115 at switch, 82’-1312 ft/min.
magnetic starter. 1102 lbs.

WIL-8120 20” High Speed Vertical Band Saw, 3HP,
3PH, 220/440V motor, 115 at switch,
79’-5088 ft/min. Magnetic starter. 1102 lbs.

Optional Welders, 220V.
WIL-8000A Electric Blade Welder for use with 8014

WIL-8002A Electric Blade Welder for use with 8020/8120

13” Semi-Automatic Band Saw

Standard Equipment
• Automatic shut-off after

cut
• Complete coolant system
• Carbide blade guides with

rollers
• 1.1/4” Bi-metal 3/4 T.P.I.

Saw blade
• Adjustable material stop

• Semi-automatic bow raises after cut is complete to predetermined height
• Fully adjustable hydraulic downfeed controls the rate of descent
• Variable blade speed allows optimum cutting performance
• Safety switch shuts off motor if blade breaks
• Quick-positioning vise reduces set-up time
• Large handwheel and built-in gauge provide easy blade tensioning
• Coolant is distributed through the blade guides
• Cleaning hose and nozzle assist in washing chips away
• Easy access chip tray allows quick cleanup
• Self propelled blade brush extends the blade life

Part #: JET- 414468 414473

Model: HBS-916W HBS-1018W

Round Cap’y @ 90° (in): 9 10

Rectangle cap’y @ 90° (in): 2 x 16-9 x 14 2 x 18-10 x 15

Motor (TEFC): 1.1/2HP, 1Ph,
115/230V

Prewired 115V

2HP, 1ph
230V only

Net Weight (lbs): 625 776

Part #: JET- 414471

Model: HBS-1321W

Round Cap’y @ 90° (in): 13

Rectangle cap’y @ 90° (in): 13x21

Motor: 3HP, 3P,
230/460V

Prewired 230V

Net Weight (lbs): 1,276

• Large handwheel and built-in gauge for easy
blase tensioning

• Coolant is distributed through the blade guides
• Blade guides feature

parallel double row
ball bearing support

• Blade brush is built-in
and self-propelled

• Quick-positioning vise
with fully adjustable
jaws swivels to 45°

• Removable chip tray
for quick clean-up

• Blade is fully guarded
regardless of blade
guide position

• Fully adjustable hy-
draulic downfeed with
separate on/off valve

414473

414471

Wood/metal cut-
ting machine with
exclusive gearbox
design that operates
by engaging or dis-
engaging the knob
on the gearbox.

Model 8201K

Accuracy, reliability, and perfor-
mance characterize these horizontal
wet cut-off saws from Wilton. Their
structural integrity not only guaran-
tees these benefits, but provides for
years of superior operation.
• Quick acting vise which allows

angle cutting to 45°
• Automatic shut-off when cut is

complete
• Recirculating coolant system
• Hydraulic feed system

Model 3230K

5”x 8” & 7”x12” HORIZONTAL
BAND SAWS

Model 3230K
5”x8” Wet Metal Cutting
Saw, 1/2 HP, 115V motor,
1 PH, 165 lbs.
Part #: WIL-3230K

Model 3410
7”x12” Wet Metal Cutting
Saw, 3/4 HP, 115/230V
motor, 1 PH, 275 lbs.
Part #: WIL-3410

Model 3410

10” Swivel Head Mitering Band Saws
• Unique design features a swivel-head for miter cutting structurals, pipe and tubing
• Swivel hand ranges from 90° to 45°, while the stock remains in the same position.
• Large, easy-to-read scale for positioning saw head
• Quick-positioning vise reduces set-up time
• Large handwheel and built-in gauge for easy blade tensioning
• Coolant is distributed through the blade guides
• Blade brush is built-in and self-propelled
• Fully adjustable hydraulic downfeed with separate on/off valve

P/N: JET- MODEL MOTOR
414479 MBS-1014W-1 3HP, 3ph, 230/460V

Prewired 230V

414477 MBS-1014W-3 2HP, 1ph, 230V only

Standard Equipment
• Automatic shut-off after cut
• Complete coolant system
• Carbide blade guides with rollers
• 1” Bi-metal 4/6 T.P.I. saw blade
• Adjustable material shop

Round Capacity at 90° (in): 10
Rectangle Capacity at 90° (in): 10x14
Net weight (lbs): 1,067

Some assembly required.
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BELT DRIVE MODELS INF. VARI SPEED MODELS GEARED POWER KNEES

Model FT-1 FT-2 FTV-1 FTV-2 DELUXE-3L FTV-4L FTV-510

Part Number: LAG- 10-1001 12-1004 14-1008 16-1012 20-1015 43-1040 44-1042

Table Size 44” x 10” 50” x 10” 44” x 10” 50” x 10” 58” x 11” 58” x 11” 58” x 11”

Spindle Motor 2 HP 2 HP 3 HP 3 HP 4 HP 4 HP 5.5 OPT 7.5

Quill Diameter 3.3/8” 3.3/8” 3.3/8” 3.3/8” 3.3/8” 3.3/8” 4.3/8”

Spindle Nose Std R-8 / Opt* R-8 R-8 / #40* R-8 / #40* R-8 / #40* R-8 / #40* #40 #40

Spindle Speed 65 - 3,000 65 - 3,000 55 - 4,250 55 - 4,250 55 - 4,250 55 - 4,250 70 - 4,200

Power Knee - - - - - YES YES

Coolant Std. YES YES YES YES YES YES YES

Machine Weight lbs 2,600 2,700 2,750 2,850 3,800 4,000 4,900

Hardened and Ground Ways OPT OPT OPT OPT STD STD STD

PLEASE CONTACT
BASS TOOL FOR

A FULL LINE
CATALOG.

ELECTRONIC
VARIABLE SPEED
(EVS) MACHINES

AND
CNC MACHINES
ARE AVAILABLE

* OPTIONAL

VERTICAL MILLING MACHINES
HEAVY DUTY

AC Frequency Drive Benefits
(on models 3 VKF, 4 VKF & 5 VKF)

• Latest generation of “Flux-Vector” AC-Frequency
inverter drive delivers full range of spindle speeds
without conventional vari-speed pulley. Less moving
parts mean greater reliability and productivity.

• Runs on 3-phase or 1-phase power without
modification. Use it in the shop or at home. No phase
converter required for single phase power.

• Extra large digital rpm display makes for easy and
accurate spindle speed readings.

• Load meter provides real-time monitoring and
feedback of machining performance to maximize
productivity.

• Higher spindle speeds, 60-550-4500 rpm with optional
60-6000 rpm spindle available for high speed
machining or engraving applications.

16 Steps Standard Variable Speeds AC-Frequency Drive Head

Model (Part #: KEN-) 3S 3VS 3VKH 3VKF 4VKF 5VKF

Table Size: 42” x 9” 50” x 10” 50” x 12”

Table Travel: 28” 36” 33”

Saddle Travel: 12” 15.25” 16”

Knee Travel: 15” 15.25” 15.5”

Ram Travel: 14.5” 22” 26.75”

Quill Travel: 5” 5.5”

Quill Diameter: 3.375” 4.173”

Quill Power Feed Rate:
0.0015”, 0.003”, 0.006”/Rev 0.0017”,

0.0033”,
0.0054”/ Rev

Spindle Motor: 3 HP 5 HP

Spindle Taper: R-8 (NMTB-30 or Quick-Change Spindle Optional) NMTB-40

Spindle Speeds (rpm): 16 Steps
80-2720-5440

Standard Variable Speeds
60-500-4200

AC-Frequency Drive Head
60-550-4500 (60-6000 Optional)

Overall Width: A 86” 102” 99”

Overall Depth: B 67” 79”

Overall Height: C 82” 84” 90” 96”

Table-Floor (D): Min. 33” 34” 34.25” 34.5”

Max. 48” 49” 49.5” 50”

Spindle-Table (E): Min. 0-3.25” 0-2.75” 0-4”

Max. 18.25” 17.75” 18” 19.5”

Spindle-Column (E): Min. 5” 5.25”

Max. 19.5” 27” 32”

Head Tilt: G ± 45° N/A

Weight Approx. (lbs): 2200 lbs 2400 lbs 3000 lbs 3100 lbs 3400 lbs 3700 lbs

MILLING MACHINES

Outstanding Features Include:
• Precision class-7 spindle bearings
• Quick-set quill stop speeds set up times
• Precision ground leadscrews with

backlash compensating double-nut de-
sign for superior accuracy

• Table surface and all slideways hard-
ened and ground, a feature pioneered
and proven by Kent mills, now widely
imitated by our
competitors.
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HIGH PRECISION SECOND OPERATION LATHE MODEL CTL-618EVS
• High Accuracy Tool-Room Lathe, TIR of Spindle within 0.000050” (50 millionth) or Less
• AC Frequency Drive Main Spindle, Smooth Running at Speeds up to 4000 RPM
• Inch and Metric Dials with Planetary Gears for Independent Inch/Metric Readings in Dials
• Inch and Metric Threading Capability with Wide Range of Threads
• Kick-Out Mechanism for Setting Position Stops during Threading Operations
• Built-in 5c Collet Closer with 1.1/16” thru Collet Capacity
• Collet Holders with Swing-Out Mechanism in Base Cabinet
• Variable Electric Feeds for Longitudinal and Cross Travels
• Quick Engage/Release Mechanism Slide on Compound

Part # KEN-CTL-618EVS

Swing over bed 11”

Swing over carriage 9”

Swing over cross slide 6”

Distance between centers 18”

5c collet - round 1.1/16”

5c collet - hexagon 7/8”

5c collet - square 3/4”

Spindle speed range 100-4000rpm

Spindle nose taper (inside) 5c (10°)

Spindle nose taper (outside) 4°

Cross slide travel 6”

Compound slide travel 3”

Quick-action compound travel 0.1”

Carriage power feed range 5/16”-7”

Cross travel power feed range 5/16”-4”

Leadscrew pitch, diameter 8 TPI, 1”

Inch threads 36, 11-108

Metric threads 36, 0.275-2.7

Tailstock quill diameter 1.358”

Tailstock quill taper M.T. #2

Tailstock quill travel 3.75”

Main spindle motor 5 HP (3-phase)

Coolant pump motor 1/5HP (3-phase)

Feed motor (DC) 75 watt

Machine net weight 2300 lbs

Machine gross weight 2500 lbs

PRECISION ENGINE LATHES

• Full-length solid Meehanite casting machine base for maxi-
mum rigidity coupled with induction hardened & ground
bed ways.

• Universal inch/metric gearbox allows for extra wide range
of threading capability without the need of change gears.

• Dynamically balanced alloy steel spindle with three point
support.

• Induction hardened & precision ground gears.
• Quick feed reversal knob allows instant feed reversal with-

out stopping the main motor.
• Safety clutch disengages feed when overloaded.
• Jog button for effortless spindle speed changes.
• One-shot pump conveniently lubricates bed and cross slide

ways.
• Safety full-length foot brake
• AC-frequency drive with infinitely variable speedcontrol

and digital RPM display. (V-models only)
• Dovetails and T-slots on cross slide for mounting optional

attachments. (RML-series only)
• Large 3.125” spindle through bore. (ML-series only)

Model (Part #: KEN-) RML-1440(V) RML-1640(V) ML-1740 ML-2060

CAPACITY

Swing over bedways 14.18” 16.18” 17” 20”

Swing over cross slide 8.42” 10.39” 11” 14”

Swing over gap 21” 23” 24.5” 27.5”

Gap length (w/ face plate) 4.5” 8”

Distance between centers 40” 44” 57”

HEADSTOCK

Spindle through hole 2.06” 3.13”

Spindle nose camlock D1-6

Spindle to sleeve taper MT#6 to #4 MT#7 to #4

Spindle speeds 16 Steps, 40-2000rpm (2-speed motor) 12 Steps, 36-1800rpm

Spindle speeds V-models Variable, 20-400-2500rpm (2-ranges) N/A

CARRIAGE

Bed width 10.25” 12”

Cross slide 19” x 6” (w/ 2 T-slots and side-vees) 24” x 7.25” (w/ 2 side-vees)

Cross slide travel 9.25” 12”

Compound travel 5” 5.75”

FEED BOX

Thread capacity (inch) (45) 2 to 72 TPI

Thread capacity (metric) (39) 0.2 to 14mm

Modular thread range (18) 0.3 to 3.5

Diametrical pitch range (21) 8 to 44

Longitudinal feeds (17) 0.002 to 0.067 in/rev (15) 0.0015 to 0.04 in/rev

Cross feeds (17) 0.001 to 0.034 in/rev (15) 0.00075 to 0.02 in/rev

TAILSTOCK

Quill diameter 2” 2.3”

Quill taper MT#4

Quill travel 6.5” 5.5”

ELECTRIC

Spindle (main) motor 5 HP 7.5 HP

Coolant pump motor 0.125 HP

Control circuit voltage 24V

SIZE & WEIGHT

Shipping dimensions 87” x 42” x 66” 88” x 39” x 63” 108” x 39” x 63”

Net weight (approx) 3200 lbs 3520 lbs 3850 lbs 4510 lbs

Gross weight (approx) 3630 lbs 4000 lbs 4510 lbs 5400 lbs

Standard Accessories:
6” 3-Jaw Chuck
5-C Collet Closer
Coolant System
Worklight
Leveling Bolts/Pads
Standard Tools

Optional Accessories:
4-Jaw Chuck
DRO System
Quick Change Tool Post
Taper Turning Attachment
Steady & Follow Rest

Large Spindle Bore Lathes

• Tolerance test certificate included
• 3.1/8” bore spindle is supported by two tapered roller and one ball bearings
• Chrome molybdenum headstock gears are hardened, ground, and shaved
• Universal gearbox allows inch, metric, diametral, and module pitch threads.

No change gears required
• Carriage features one-shot lubrication and Turcite-B on bed sliding surfaces
• One-piece cast iron base absorbs vibration allowing heavier cuts
• High quality ANSI Class 50 Wear-resistant cast iron bed ways are hardened

and ground

Standard Equipment
• 10” 3-jaw chuck with top

reversing jaws
• 12” 4-jaw chuck
• 12” face plate (14” & 16”

models)
• 16” face plate (18” model)
• 4-way tool post
• Follow rest
• Large capacity steady rest

• Fully integrated coolant
system

• Full length splash guard
and coolant return

• Large easy to use foot
brake

• Articulating halogen work
lamp

• Centrally located controls
with jog button

• Threading dial
• Mountingpadsandlevelers
• Spindle sleeve (MT-7 to

MT-5)
• Dead center
• Live center
• Toolboxandadjustingtools

Part #: JET- 321910 321930 321940 321970

Model: GH-1440ZX GH-1460ZX GH-1660ZX GH-1880ZX

Swing Over Bed (in): 14 16 16 18

Distance Between Centers (in): 40 40 60 80

Hole Through Spindle (in): 3.1/8 3.1/8 3.1/8 3.1/8

Spindle Mount: D1-8 D1-8 D1-8 D1-8

Spindle Taper (with sleeve): MT-7 (MT-5) MT-7 (MT-5) MT-7 (MT-5) MT-7 (MT-5)

Number of Spindle Speeds 12 12 12 12

Range of Spindle Speeds (RPM): 42-1,800 25-1,800 25-1,800 25-1,800

Number of Inch Threads: 61 61 61 61

Range of Inch Threads: 1.5/8-72 1.5/8-72 1.5/8-72 1.5/8-72

Number of Metric Threads: 24 24 24 24

Range of Metric Threads (mm): 0.05-20 0.05-20 0.05-20 0.05-20

Taper in Tailstock MT-4 MT-4 MT-4 MT-5

Overall Dimensions (LxWxH/in): 97.1/2 x 40 x 46.7/8 97.1/2 x 40 x 48 116.1/2 x 40 x 48 136.1/8 x 40 x 48.7/8

Main Motor: 7.1/2HP, 3Ph, 230/460V, prewired 230V

Net Weight (lbs): 5187 5475 5795 6590

321910
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PRECISION SURFACE GRINDERS
MANUAL MACHINES AUTOMATIC MACHINES

Standard Acces-
sories:
� Grinding wheel and
wheel flange
�Wheel flange
extractor
� Balancing base and
arbor
� Table diamond
dresser base and tip
� Leveling bolts and
pads
� Toolbox with standard
tools

KGS-618
SGS-618M Manual Machines
SGS-816M

SGS-818MR: Manual machine with micro
downfeed dial graduated in 0.00005” and a rapid
elevation motor for quick and easy Z-axis posi-
tioning and control

KGS-818AH
SGS-1020AH

KGS-1020AHD
SGS-1020AHD
SGS-1230AHD
SGS-1640AHD

Model (P/N: KEN-) KGS-618* SGS-618M SGS-816M/MR SGS-1020AH/AHD SGS-1230AHD SGS-1640AHD
Working surface of table 5.9” x 18” 5.9” x 18” 6.3” x 16” 9.1” x 19.7” 10.2” x 29.5” 15.7” x 39.4”
Max. grinding surface 6” x 18” 6” x 18” 8” x 16” 10” x 20” 12” x 30” 16” x 40”
Max. table travel 19.5” 18.9” 16.9” 22.2” 33.1” 45.7”
Max. cross travel 8.5” 6.4” 8.4” 10.4” 13.1” 17.7”
Distance between table sur-
face and spindle center

21” 18.1” 19.7” 23.6” 24.4”

Table speed Manual 200-1000 inch/mm
Automatic crossfeed of saddle
(60Hz)

Manual 0” - 0.35” 0” - 0.47”

Vertical handwheel (1 grad) 0.00002” 0.0001” 0.0005” 0.00025”
Vertical handwheel (1 rev) 0.05” 0.05” 0.1” 0.05”
Crossfeed handwheel (1 grad) 0.01” 0.001” 0.005”
Crossfeed handwheel(1 rev) 0.2”
Downfeed micro dial (1 grad) N/A MR-0.00005” AHD-0.0001”
Downfeed micro dial (1 rev) N/A MR-0.005” AHD-0.01”
Longitudinal travel adjustable
from-to

Manual 2” - 20” 2” - 30” 2” - 40”

Crossfeed travel adjustable
from-to

Manual 0” - 10” 0” - 12” 0” - 16”

Grinding wheel (ODxTxID) 8” x 1” x 1.1/4” 8” x 0.5” x 1.25” 14” x 1.25” x 5” 14” x 2” x 5”
Spindle speed 60Hz 3450 rpm/ 6Hz 3500 rpm/ 60Hz 1750 rpm/ 60Hz
Spindle motor 2 HP 2HP x 2P 5HP x 4P 7.1/2HP x 4P

Hydraulic motor Manual AH-1HP x 6P AHD-2HP
x 6P

AHD-2HP x 6P

Crossfeed motor Manual 40W x 6P
Downfeed motor N/A MR-1/5HP x 6P AHD-1/4HP x 6P AHD-1/4HP x 6P
Coolant motor 1/8 HP
Dust collector motor Option 1/2HP x 2P
Net weight 2400 lbs 1540 lbs 1430 lbs 2970 lbs 4290 lbs 6600 lbs
Gross weight 2600 lbs 1870 lbs 1760 lbs 3520 lbs 4950 lbs 7480 lbs

Packing dimensions *Free 6x18 magnetic
chuck & coolant unit

57.4” x 44.8” x
76.3”

53.5” x 44.8” x 76.3” 81.1” x 66.1” x 80.7” 88.9” x 68.5” x 87” 124” x 87” x 88.5”

}

}
3-Axis automatic movement
with incremental downfeed
and electronic
auto-crossfeed.

2-Axis automatic movement
with hydraulic table
movement and electronic
auto-crossfeed.

}

AUTOMATIC MACHINES "KGS" MODELS

STANDARD ACCESSORIES:
� Grinding wheel and wheel flange
� Wheel flange extractor
� Balancing base and arbor
� Table diamond dresser base and tip
� Leveling botls and pads
� Toolbox with standard tools

2-Axis automatic
movement with hy-
draulic table move-
ment and electronic
auto-crossfeed.

3-Axis automatic
movement with
incremental
downfeed and elec-
tronic
auto-crossfeed.

MODEL (P/N: KEN-) KGS-818AH KGS-1020AHD
Working Surface of table 8" x 18" 10.4" X 21.4"
Max. table travel 19.5" 23.6"
Max. cross travel 8.5" 11.4"
Distance between table surface and
spindle center

21" 21"

Vertical handwheel (1 grad) 0.0002" 0.0005"
Vertical handweel (1 rev) 0.050" 0.1000"
Downfeed micro dial (1 grad) 0.0001"
Grinding wheel (ODxTxID) 8 x 1 x 1.1/4 8 X 1 X 1.1/4
Spindle speed 60 Hz 3580 RPM 3500 RPM
Spindle motor 3 HP 3 HP
Net weight 2900 lbs 3696 lbs
Gross weight 3300 lbs 4246 lbs

TENSILE
STRENGTH

PSI
ELONGATION COLOR

BERCOCUT® 500 58,000 25% GOLD

MEGACUT® 900 130,000 1% GOLD

TOPAS® plus H 116,000 1% GREY-GOLD

PART#
GIS-

SPOOL
WEIGHT

WIRE
DIA.

BR-10033 3.5 .010"
BR-12033 3.5 .012"
BR-10077 7.7 .010"
BR-12077 7.7 .012"
BR-14077 7.7 .014"
BR-16077 7.7 .016"
BR-10135 13.5 .010"
BR-10175 17.5 .010"
BR-12135 13.5 .012"
BR-12175 17.5 .012’
BR-14135 13.5 .014"
BR-10350 35 .010"
BR-12350 35 .012"
BR-8066 6.6 .008"
BR-10066 6.6 .010"
BR-12066 6.6 .012"
BR-10110 11 .010"
BR-12110 11 .012"

PART#
GIS-

SPOOL
WEIGHT

WIRE
DIA.

MC-6066 6.6 .006"
MC-8066 6.6 .008"
MC-10066 6.6 .010"
MC-12066 6.6 .012"
MC-6110 11 .006"
MC-8110 11 .008"
MC-10110 11 .010"
MC-12110 11 .012"
MC-13110 11 .013"
MC-14110 11 .014"
MC-10220 22 .010"
MC-12220 22 .012"
MC-8440 44 .008"
MC-10440 44 .010"
MC-12440 44 .012"

PART #
GIS-

SPOOL
WEIGHT

WIRE
DIA.

THP-8110 11 .008"
THP-10110 11 .010"
THP-12110 11 .012"
THP-8175 17.5 .008"
THP-10175 17.5 .010"
THP-12175 17.5 .012"
THP-10220 22 .010"
THP-12220 22 .012"
THP-8350 35 .008"
THP-10350 35 .010"
THP-12350 35 .012"
THP-10440 44 .010"
THP-12440 44 .012"
THP-10550 55 .010"
THP-101000 100 .010"

EDM WIRE

SOFT BRASS
BERCOCUT® 500
These softer wires are geared to-
wards various machines and applica-
tions. BERCOCUT® 500 is suitable
for the Charmilles re-threading sys-
tem.

HARD BRASS
MEGACUT® 900
This brass wire provides high-precision
machining capabilities. It is universal
for most applications. MEGACUT® 900
is reliable for auto-threading. It is
proven and reliable to guarantee maxi-
mum up-time. This hard brass wire is
specifically designed for Japanese ma-
chines and is available on “P” style
spools.

ZINC COATED
TOPAS® plus H
With its high tensile strength,
TOPAS® plus H is particularly suited
for machines which require straight-
ened wires for threading. Like all
products from the TOPAS® range it
convinces through a good price-per-
formance ratio combined with ex-
traordinary cutting ability.

SPECIFICATIONS:
PRECISION
SURFACE

GRINDERS
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